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Welcome to the high performance printer driver for the XID 93xx Printers (Printer Driver supports as well all
5xxie Printers). This manual will help you to install, set-up and configure the driver to get the best results for
your prints.

The driver runs on 32-bit Windows platforms and was successfully tested under Windows 2000, Windows XP
Professional as well as under Windows Vista operating system.

This driver was designed for the best performance and stability. Additionally, all the necessary features
referring to different card materials, color ribbons etc., are included.

All document setting parameters can be controlled from the PC via the new Administration Center.

Technical Support

For technical assistance, please contact the company from which you purchased the printer.

This manual and the software described in it are copyrighted
© 2009 Digital Identification Solutions Group. All rights reserved.
EDIsecure® and IDExpert® are registered trademarks of Digital Identification Solutions AG.

All other trademarks and service marks are the property of their respective owners.

Document History

Author Date \Version Classification
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SL 02.12.2009 5.8
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1. Installation

1.1. Printer Driver Installation

Note 1: It is recommended to install the driver before you connect the printer to the PC!
Note 2: System administrator privileges are required for driver installation! Log on to Windows as system
administrator.

Start the installer program "Setup XID 93xx 5.8.exe" from your driver CD ROM. Follow the instructions (See
the following screen shots).

The installation itself contains two separate steps in one installation procedure: First the printer device driver
and second the printer driver itself.

.Z"eﬁ.-Setup - XID Printer Drivers . g|§|[§|

Welcome to the XID Printer
Drivers Setup Wizard
This will install X0 Printer Drivers 5.8 on pour computer.

It i recommended that you close all other applications befare
continuing.

Click Mext to continue, or Cancel to exit $etup.

Cancel

Click "Next" to continue.

T Setup - XID Printer. Drivers

Select XID Printer Model H
‘Wihich printer driver should be installed? b2l J

Set ag default

[ ¥I0 570ie
[ %10 5adie
[ %I 530ie
[[]ID 9300
[ID 9330

< Back Mest >

Please select your "DIGID XID 93xx or XID 5xx" model from the model list. In addition, you can decide to
specify the printer as the default printer on your system.

Then click "Next" to continue.
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i Setup - XID Printer Drivers

Select XID Printer Model
Wwhhich printer driver should be installed?

Model Set az default
&b 5Edie

I 570ie

[0 580ie

[[]+40 B9ie

[1+40 9300

D 9330

[ < Back ” et » ][ Cancel ]

Note: Please note that you have to choose the exact name of the delivered member of our XID Printer Family.
The wrong choice will result in a non-working printer!!!

An administrator password can be set during initial installation. This password grants access to the
Administration Center.

Note: It is possible to leave this field empty, but it is recommended to enter a password.

it Setup - XID Printer Drivers

Administration Center 5
Enter a password for accessing the Administration Center or leave empty

Enter a password for Administration Center access

Pazzmond |

Fie-tupe password

< Back H Hest » ][ Cancel ]

i Setup - XID Printer. Drivers

Administration Center
Enter a password for accessing the Administration Center or leave empty

Enter a password for Administration Center access

e
Password | |

[
Fe-type password | il |

[ < Back ” Mext > ][ Cancel ]

If both entries match, click "Next" to continue.
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i Setup - XID Printer. Drivers

Select Destination Location
‘where should XD Printer Drivers be installed?

-_J Setup will install 10 Printer Drivers into the following falder.

To continue, click Next [Fyou would ke to select a different Folder, click Browse:

1 Browse...

At least 17.3 MEB of free disk space iz required

[ < Back ” Mext > ][ Cancel ]

Note: It is recommended to use the proposed default path. Please verify the path shown and click "Next".

5 Setup - XID Printer Drivers

Ready to Install
Setup iz now ready to begin installing /D Printer Drivers on pour computer.

Click Install bo continue with the installation, or click Back if you wart to review or
change ary settings.
Destination location:

C:AProgram Files'#ID Printers

[ < Back |L [rstall J[ Cancel ]

Click "Install " to continue.

Hardware Installation

! '1 The software you are inztalling for this hardware:
L

Prirterz

hasz not passed Windows Logo testing to wenfy itz compatibility
with Windoves 2P, [Tell me why this testing is important. |

Continuing your installation of this software may impair
or destabilize the correct operation of your spstem
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

[ LContinue Anyway ] L STOP Installation |

Click "Continue Anyway " to continue the installation.
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Hardware Installation

1] \_. The software you are instaling for this hardware:
L

Printers

hasz not paszed Windows Logo testing to verify itz compatibility

with Windows XP. [Tell me why this testing is important. )

Continuing your ingtallation of thiz software may impair
or destabilize the comect operation of your system
either immediately or in the future. Microsoft stro
recommends that you stop this installation no
contact the hardware vendor for software
passed Windows Logo testing.

[ CortinLe Anpvay ] | STOP Irnstallation |

Click "Continue Anyway " to continue the installation.

Now the files will be installed.

'\"'oq:. Setup - XID Printer Drivers Q|§‘|Xi

Completing the XID Printer
Drivers Setup Wizard

Setup has finished installing =IO Printer Drivers on your
computer. The application may be launched by selecting the
inztalled icons,

Click Finizh to exit Setup.

Click on "Finish " to complete the installation. A reboot may be necessary, as shown below.

1@ Setup - XID Printer Driver E@l@

Completing the XID Printer
Driver Setup Wizard

Ta complete the nstalation of X0 Pintes Driver. Setup must
restarl pous computer. Would you like ta restarl now?

(&) Yes, rstart tha compter now

() Mo | vl restast the compater iater

Please wait until the driver installation is completed, then click "Finish ".
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The selected printer should appear here (see arrow):

Under Start-> Programs-> XID Printer , you should see the related modules

Set Program Access and Defaults
Windows Catalog

Wwindows Update

@ Accessaties

Prageams

Diocurnents 4 @ Startup

EDISecure CM35

I Microsaft SQL Server 2005

Search I M 10 Printers [E] Release Mates

[ ﬁ! Uninstall ID drivers complately
Fa Adminiskration Centerd

“ Dispatchery

Sektings 3

Help and Suppart

Runi..

Lag Off admin...

Turn OFf Computer, ..

Location: | |

Comment;: ‘ ‘

Model: DIGID 03330
Features
Colar: Mo Paper available:

Double-sided: Yes

Staple: Mo

Speed: Unknown

bl airnum resolution: 300 dpi

[F!r_inting Preferences... ] [ Print Test Page

After your test page has been printed successfully, click "OK".
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After the installation has been completed, connect the printer to the PC and power on. The Hardware Wizard

appears and shows a signature warning:

Software Installation

{ | 'E The software you are ingtalling has not pasged Windows Logo
L) testing o verify itz compatibility with Windows XP. [Tel me why
this testing is important. |

Continuing your installation of this software may impair
or destabilize the correct operation of your spstem
either immediately or in the future. Microsoft strongly
recommends that you stop thiz installation now and
contact the software vendor for software that has
passed Windows Logo testing.

| Continue Arnyimway | [ STOP Installation

Click "Continue " to proceed.

Choose "No, not this time " and click "Next".

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
‘Wirdows will search for cunent and vpdated software by

Inoking on your computer, on the hardware installation CD or on
the Windows Update 'Web site (with your pemission).

Fiead ow pivacy policy

CanWindows connect to Windows Update ta search for
software?

O Yes. this lime only

(O)es, now and avery time | connect a device

(:}.N.o;[%' this fimes
Cick Next to continus \

Choose "Install the software automatically”  and click "Next".
Note: The hardware name ("XID 93xx U1") may differ depending on the firmware and the ID of the printer.

Found New Hardware Wizard

Thils wazard helps you install softwiare tor

XD U1

| 1§ your hardware came with an installation CD
2 or floppy disk, insert it now.

What do pou want the wizaid to do?

(&) Install the software automatically [Fiecommended)]
(3 Inetall fron & list ar spacific loeation [Advanced)

Click Nest to continue

[ < Back |[ MHext > J| Cance|

The Hardware Wizard appears and shows a signature warning. Click "Continue Anyway ".

User Manual
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Hardware Installation

1 E The software pou are inztalling for this hardware:
L
X103 UM

haz not paszed Windows Logo testing ba verify its compatibility
with "Windows XP. [Tell me why this testing is important. |

Continuing your installation of this software may impair
or destabilize the cormrect operation of your system
either inmediately or in the Future. Microsoft strongly
recommends that you ztop thiz installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Continue Anyway J l STOP Installation J

The Hardware wizard will install the needed files automatically.

Found New Hardware Wizard
Please wait while the wizard installs the software...
5

@ X083 L1

= P
PCPOACT DLL
To CAWINDOWS \system32

Click "Finish " to close the Hardware Wizard.

Found New Hardware Wizard

Completing the Found New
Hardware Wizard

The weard haz finesshied installng the software for

e%v XIDB30e U1

Chick Firash to close the wizard

Congratulations! You have successfully finished the printer driver installation.
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1.2. Advanced Printer Configuration

If the printer is used in a network environment and will be shared with other users, then click "Shared as: " and
name the printer. Afterwards other users can select this printer within the network environment.

& DIGID XID9330 Properties

VGenera\E Shating | Parts || Advanced VEDIOIManagement’f'isecunty About

|\ @ “ou can share this printer with other users on vour network. To

@ enable sharing for this printer, click Share this printer. [f pou share
thiz printer, “Windows Firewall will be configured to allow this
printer to be shared with other computers on the network.

() Share this printer

Drivers
If thiz printer iz shared with users unning different wersions of
Windows, you may want to install additional drivers. so that the
ugers da not have to find the print driver when they connect to

the shared printer.
Additional Drivers,

Note: The screenshot may differ depending on system configurations: The required printer port will be linked
automatically to DIGID9 port.

& pIGID XID9330 Properties

General Shanng! otz | Advanced VEo\orManagemenl’"isecurlty Aot

_;"---i DIGID 09330

Biint to the following port(s]. Documents will print to the first free
checked port,

‘ Port Drezcription PFrinter
O COM3: Serial Part
O comé4: Seral Port
O FILE:  Print ta File |
O TPVM: ThinPrint Print Port f
Ol LocalPor
Gl... DIGIDS Park HGIE D |

[ Add Part.... ] [ Delete Paort ] [ Lonfigure Port....

Enable bidirectional support
[[] Enable printer poling

Do not change the following default settings unless you are an advanced user:
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DIGID X1D2330 Properties

-Ganeral .Sharing .F‘orts | Advanced i‘CoIorManagement‘ 5‘_Sec:urit;. -Aboul'

®

O Awailable rom | To |
Friarity: i‘\iﬂ

Driver. | DIGID %0930 | [ NewDiiver... |

(%) Spool print documents so program finishes printing faster
() Start printing after last page is spooled
(%) Start printing jmmediately

() Print directly to the printer

[] Hold mismatched documents

Print spooled documents first

[ keep printed documents

Enable advanced printing features

[ Frinting D efaults... ][ Print Processor... ][ Separator Page..

DIGID XID9330 Properties

General | Sharing | Ports || Advanced  Color Managemen ecurity | About |

These settings let pou associate color profile(s] with pour calor
printer. Color profiles contral the color on your printer based an the
type of media being uzed and the printer configuration.

@;ﬁglomat\c_; “Windows will automatically select the best color profile from
the list of associated color profiles [FRecommended)

(O Manual  Manualy select the default colar profile far all output from
thiz device from the list of aszociated colar profiles

Crefault color profile: — <Money

Color Profiles currently associated with this printer:

t s Default
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Note: The screenshot may differ depending on system configuration:

& DIGID XID9330 Properties

-Ganeral .Sharing .F‘orts 1 Advanced I-ColorManagement-i Security i‘Aboul'

Group or user names:
i dbsnniioton 0 oo |
€7 CREATOR DWNER

ﬂEverynne

!ﬁ Power Users [DI5#P_B\Power sers)

Aga

Permistions for Administrators

Al Cieny
Piint O
tdanage Frinters E
Manage Documents D
Special Permizsions
For special permissions or for advanced settings,
click Advanced. =

On the "About " tab you will find the version of the installed printer driver:

& DIGID XID9330 Properties

General Sharing | Ports | sdvanced | Color Managemenl";’Secun

Copyright © 2004-2004 Digital |dentification 5 olutions AG

Al rights reserved.

File: Versiong:

DISPAEXE 5.8.1
KIDSDN.DLL 581
HIDSUN.DLL 581
PRNSC.DLL 581
DIGIDIDLL 581

User Manual
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2. Printing Preferences

2.1. Introduction into driver and print technology

In graphic user interfaces all options are shown dynamically as there are card feeding, loading card in
magazine, card leaving the printer, etc.

The printing technology contains printing of the colors as a mixture from Yellow, Magenta, Cyan ("Y", "M",
"C"), and Black ("K"), also known as Carbon black or process black. The reason for the use of Carbon ("K")
black is that a full mixture of Yellow, Magenta and Cyan results in a dark, but not pure black. As a
consequence it is common to print strings, barcodes, etc., with Carbon ("K") black for achieving a better and

sharper impression.

The print order per full color site with an YMCK ribbon appears as following:

Yellow Magenta Cyan Carbon (K)

Print direction

For special needs, we are also offering color ribbons with an additional K field. This is a useful option if e.g. a
customer needs to print the front of a card in YMCK while on the back of the card has to be printed only some
text information in K. The YMCKK ribbon enables this process without the use of a double patch of YMCK and
therefore is very much cost saving.

The print order per full color site with an YMCKK ribbon appears as following:

Yellow Magenta Cyan Carbon (K) Carbon (K)

Print direction

User Manual Page 15
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2.2. Layout / Setup

2.2.1. Page Orientation

This option will be used to setup the page orientation between Portrait and Landscape.

£ piGID XID9330 Printing Preferences

ml K. F‘D_F‘ane\_i U Panel | -Advanced-?

Page Ornientation | Encoding Control

) Partrait }i
@ Landseaps D

i agilie Card placement in the

printer tray
] Smartchip
=l
Flip &xis Side & Side B
e [mex T
A | B
- (g
B =

2.2.2. Set-up for Control of Printing / Encoding

This option sets up the control of "Print and Encode ", "Encode only " or "No Encoding ".

£ DIGID XID9330 Printing Preferences

Layout / Setun [ K 7 PO Panel | UY Panel | Advanced

) Portrait [Aj
(%) Landscape

lanstips
[ Smartchip

Layout Drientation

(&) Print and Encode
() Encode only
) No encoding

Card placement in the
printer tray

>

S

=

Flip Axiz Side & Side B
¢ [z v [ ek
A ‘ B
A
A
2 =)
B

EDIsecure® XID 93xx Printer Driver Manual
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Set-up for use of cards with magnetic stripe or smartchip (Card Type)

If the "Magstripe" or "Smartchip” checkbox is enabled, all options regarding encoding and positioning of card
will be enabled. In addition, the "Card placement in the printer tray" shows dynamically the correct images to
the operator.

Please note that the magstripe function is for visu alization AND activation.

£ DIGID XID9330 Printing Preferences

Layout / Setup | K? PD_Panei: UV Panel VAdvancedr‘

O Portrait — {2 Print and Encode
(%) Landsnape l—ﬁ O Encode only
- ) Mo encoding

Card Type

Card placement in the
prifter tray

Lapout Drientation

Flip &z Side & Side B
[ @ [vee & 0 e
A|B
A =
=

2.2.3. Set-up for Layout Orientation

The Setup for Layout Orientation is the "central point" of orientation definition of cards and usage of ribbons.
With a minimum of mouse clicks you can define every combination you need. By default, the intelligent printer
driver's matrix calculates the fastest possible print out speed. However, the operator can always decide
between material usage vs. print speed.

£ DIGID XID9330 Printing Preferences

Layout / Setup | K/ PO Panel | UV Panel | Advanced|

O Portrait |:7f (® Print-and Encode
(% Landscape A © Encods only

) No encoding

Card Type

Card placement in the
printer tray

Magstripe
Smartchip

Flip &isis Side B
@ ek ]
®| A|B
(0] 4 2
B
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Flip Axis: Here you can setup the orientation of the “card body”, which is the same as the function
as former “Image Orientation”. The advantage is that you do not need to imagine how the card will
rotate. Just pick up a card and you will understand the idea behind flipping the card horizontally or
vertically.

Side A or B: Use the pull down menu to set up the patch usage of the color ribbon for side A (Front
side) and side B (Back side).

Rotation / Swap: The rotation button will rotate the full card 180° while the swap button will
exchange the front and back of the layout.

For more details, please refer to Appendix A at the end of this document!

2.3. K/ PO Panel
2.3.1. Introduction

This tab allows you to both define the kind of extraction methods for placing different objects to the K-Panel
(Carbon black) and to define inclusion areas for PO (peal-off) separately for front and back.

2.3.2. Default Settings

£ DIGID XID9330 Printing Preferences

Layout / Selup‘liK /PO Pal’;ﬂ:\_l\f' Panel | advanced |
K Panel Placing Method
Front Back
Text | [ i (1]
Black & white images | [ Ll ‘
Orly in defined area | [] RGE [0.0.0) =L | ReE [0.0.0)
75 1 R
A
N | s
Secure erase | [ ]
PO Panel Area Definition
[l _,_"_\_ W 7%
r -
] i
« L
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2.3.3. Selection of text objects to be printed on K -Panel

By enabling "Text", you are able to specify if all text or only black text should be printed on the K-Panel.

£ DIGID XID9330 Printing Preferences E”g‘

Layout / Selup“ K /PO Parel | UV Panel -Advanced-f

K Panel Placing Method

Front

Text () Al text
() Black tert anly

Black & white images | []

Orily in defined area | [] | AGE 000 =L | RGE@DOD)

Sample: The upper text box was printed with K and the lower box with YMC:

F ol ™

Black Text printed
with Karbon

Black Text printed
» with YMC
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2.3.4. Selection of black & white images to be prin

By enabling "Black and White Images
the K-Panel.

£ DIGID XID9330 Printing Preferences

Layout / Selup‘ K /PO Panel ‘VUV Panel VA\:IVancedr;

K Panel Placing Method

Front

Text | [

| () Black
() Black & Gray

Black & white images

Orly in defined area | [] | RGE 0,00

Secueerase | [ Ll

2.3.5. K-Panel options

2.3.5.1. Definition of "special colors" for printin

g on K-Panel

t on K-Plane

" you can specify if black or black & grey images should be printed on

If you use special colors to match existing ones on your layout they will be printed on K-Panel.

£ DIGID XID9330 Printing Preferences

Layout / Selup“ K /PO Panel ‘“LIV Panel -Advanced-f

K Panel Placing Method

Front Back

Text | [

Black & white images | []

Orly in defined area

Secure erase | [ ]

After clicking on the color button, pick up or define a new color as you need. Also, you can add this color to

the "Custom colors " as shown:
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Calor

Basic colors:
Wl e BN
HMrTEEEE.
EEEEEERN
ENFEEEEEN
AEEEEEN
.

LCustem caloss:
IO
| | O

u 4

g [ 180
Gorl0 | freen|

Colorlsehd o |

Het|0

Brlge: |

o Cishom Colots
T

EDIsecure® XID 93xx Printer Driver Manual

It is recommended to choose either black or an extreme color, which will not be used in the rest of the layout.
Pure colors (like Magenta) will never appear in digital photos, so it is safe to use them without introducing

side-effects.

Calor

Basic colors:

)
EEEEEERN
EfEEEREN
EEEEEEEN
HERERETE.

Lustem caloss:
IO
| |

| Layout / Setup| K /PO Panel | L Panel | Advanced |

K Panel Placing Method

Back
Text | [] 5] ¢ &l lemt
Black test only
Black & whits images | [] Black ¥ Black
EBlack & Gray Black & Gray
Drly in defined arsa RIGE: (255,0,255) O | RGB 0D
+ i
4= Full m=p <= Full =
igh
‘ b
Secueerase | [ ] Ll

PO Panel Area Definition

O

O

A 4
=l ol

<= Full = <= Full =>
L Ak
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In combination with the special colors (see chapter 2.3.5.1), you can define inclusion areas:

£ DIGID XID9330 Printing Preferences

\-Layﬂul a Satup‘l‘ K./ PO Panel |“LIV Panel | -Advancad-f

K Panel Placing Method
Front Back

Text | [

Black & whits images | []
ik % Fifay
Ol n defined area | O

4= Full m=p i
Secure erase I O | O
(O 55 T S s =
= Full = . <= Full =
9 n

After clicking on the area button the following dialog window appears:

B Area definition

Units Tap
&) Pixed |
Oem Left | [ ] | Right
e | | : .
Battom
J.Nrea ¥ ¥ \!;"i.dlh Hai#!t

ey

- CTAL + Cick ko create new area
- Click to modify ewsting area

User Manual
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To create a new area: Click and draw a rectangle area while pressing and holding down the CTRL-key on
the keyboard.

BB Area definition

itz Top -ETHL + Chck ko crate new arma

) Pitel ) - ek o modly exising ses

e Left | Fight

Ciinches

Bcttam
Araa # » widih Height
1 £51 ] b1 37
2 513 In 8 177
3 2 106 145 238
Eoed ]

To edit an area: Select an area you want to move or resize by clicking on the area itself or choose it from the
list.

You can move the area pixel by pixel using the cursor -keys.

To Delete an existing area: Select the area you want to delete or choose the corresponding area from the
list, then either right-click on mouse button and click "Delete" or hit del Del-key on the keyboard.

M Area definition

- CTAL + Chck o crsle new erss
- Cick b madiy exisling arse
Cem Left Right

Ao v
] 513 379
3 Ex 105
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Preview of defined sample K-Panel areas

£ DIGID XID9330 Printing Preferences

Layout / Selup“ K /PO Panel ‘“LIV Panel .Advanced-f
K Panel Placing Method
Front
Text | [ |
! Black & white images | [] Ll
)
[ :
A
Secure erase | [ ]
PO Panel Area Definition
O il EL
T

Measurement changes
The following sample shows a change of units e.g. from Pixel to Inch

B Area definition

Uit R - CTRL + Chek fo seate new aisa
4
O Piosd s - Click 16 adily axishing ares
Ciem Left Right
@ inches |
Eicttom
Area y ity Height
1 217 03l [ 112
2 73 1.26 119 a5
3 03 nis 143 080
| Ok Cancal
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Tip: Keeping values after disabling gives you the flexibility to design the areas before you enable this setting.

£ DIGID XID9330 Printing Preferences

i-Layﬂul a Satupl K./ PO Panel |“LIV Panel | -Advancad-f

K Panel Placing Method

Front
Text | [ B |
Black & whits images | [] il
Only in defined area | O ] | RGE [0.0.)
t 5
i

4m Full msp <= Full =
3 B

Secure erase [ O i (il
'O = SNET yos :
= Full = <= Full =
g )
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2.3.6. PO-Panel Area Definition (Peel Off)

This function is designed to define areas which will be prevented from printing (e.g. signature fields). The
YMCK-PO looks like shown:

The print order per full color site with an YMCKK ribbon appears as following:

Yellow Magenta Cyan Carbon Peel Off (PO)

Print direction

—

Note: A special ribbon type is required to use this option.
Default Settings

£ DIGID XID9330 Printing Preferences

Layout 7 Satupl K./ PO Panel |“LIV Panel .Advancad-f

‘ K Panel Placing Method

Front Back
Text | [ B |
| Black & whits images | [] il
Orly indefined area | [] [
|
A
Gecureerase | [ (il
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The peel-off area is enabled by clicking the checkbox:

£ DIGID XID9330 Printing Preferences

\-Layﬂut / Selup“. K /PO Panel ‘“LIV Panel | -Advanced-f
K Panel Placing Method
Front Back
Text | [ |
Black & white images | [] Ll
Black & Gray
| | I
Orly in defined area | [] | AGE [0.0.0) =L | ReE [0.0.0)

[ | o

| | £
<= Full => <= Full =

Il B,

i | L

Secure erase | [ ]
PO Panel Area Definition

| T :

: 3 ir
A i B
€= Full wb{ o Ful

A 4 . &

Warning: Use of full PO area results in non-visible printout. In each case you need to define smaller areas
(e.g. signature fields).

After clicking on the PO area button the following window appears:

B Area definition

Units ap - CTRL + Cick to create new ares
() Pivel i = =1 ) - Click: to modify exsting area
Oem Lett | Right
O inches

Battom
i y Width Height
T [ i
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2.3.6.1. Definition of PO areas

To create a new area: Click and draw a rectangle area while pressing and holding down the CTRL-key on
the keyboard.

BB Area definition

itz T -ETFL + Clic to create new area

) Pinal 8 - e, o modify exisling aes

et Lstt | Right

Ciinches

Bcttam
Araa # » widih Height
1 E51 -] x4 7
2 59 aa o] 177
3 2] 108 M5 235
T ]

To edit an area: Select an area you want to move or resize by clicking on the area itself or choose it from the
list.

You can move the area pixel by pixel using the cursor -keys.

To Delete an existing area: Select the area you want to delete or choose the corresponding area from the
list, then either right-click on mouse button and click "Delete" or hit del Del-key on the keyboard.

M Area definition

-CTAL + Chck to creste new ares

- Cick b madiy exisling arse
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Preview of defined sample PO-Panel areas

£ DIGID XID9330 Printing Preferences

\-Layﬂut / Selup“. K /PO Panel ‘“LIV Farel | -Advanced-f

K Panel Placing Method

Front Back
Test | [ | |
Black & white images | [] Ll

Black & Gray

I | - 1

1 v | ;
Orly in defined area | [] RGE [0.0.0) =L RGE (0,00
[ 2

<= Full => <= Full =p
o , w

Secure erase | [ ]

PO Panel Area Definition

Tip: Keeping values after disabling gives you the flexibility to design the areas before you enable this setting.

& DIGID XID9330 Printing Preferences

| Layout ¢ Selup"‘ K /PO Parel | Uy Panel | Advanced|

K Panel Placing Method

Front
Text | [ | 1
B Black Wl
Black & Gray
| | | |
Orlly in defined area | [] RGE [0,0,0] &l RGE [0,0.0)

A5

1] = B

<= Full —> <= Full —=>

Il L
S | i
Secueerase | [ Ll
Ior - O - =
@ . S
= = Full =
— it
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2.4. UV Panel
2.4.1. Introduction

The new generation of EDIsecure® XID 9300 and XID 9330 printers supports using of YMCK-UV (ultra violet)
ribbon as high level security feature. This feature contains the option to print layout objects with a special
patch on the ribbon onto the card, which is invisible under normal daylight environment. To show this objects,
a special UV lamp must be used.

Yellow Magenta Cyan Carbon uv

Print direction

Note: A special ribbon type is required to use this option.

Actually two retransfer patches will be used for color and UV print to achieve the best durability against
bleaching effects. In opposite to the print colors, UV belongs to the additional colors and therefore following
basics will help you getting optimal results. The best reflection effects will be achieved, if the background of
the objects is pure black (RGB: 0,0,0) and the objects it self bright as possible.

2.4.2. Settings

Following setting options are available to extract and define the objects, which shall be placed as 'UV objects'
onto the card: 1. '‘Bitmap from file' or 2. 'UV Area + Offset’ or 3. 'UV from second page'. In addition, the
position of the 'Security area’ can be changed.

UV from 1 retransfer panel

By default the printer will print UV objects on a second retransfer panel for better visibility and longer life time.
In order to save material (one retransfer panel per print) the operator can choose to print YMC + K + UV on a
single retransfer panel.

Material Usage [ Print YMC and UV on same Retransfer Patchi

Settings for “Security area” and “UV from 1 retransfer panel” are independent from other settings in this section.
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£ DIGID XID9330 Printing Preferences

“Layout / Setup | K ¢ PO Panel | U¥ Panel "Advancad-f
Card Options
Material Usage ] Print YMC and UV on same Retranster Patch
UV Panel Placing Method
| Front Back
| Bitrnap from file | [ | | B| I
|
L tves + Otfset | 1] il EL
|
LY from second page. | [] O
Securly area | (2 Upper right () Upper right
| Lawer left | O Lower left
Spply

2.4.2.1. Option “Bitmap from file”

EDIsecure® XID 93xx Printer Driver Manual

This option allows using static bitmap files for extraction UV. The bitmap must fulfill following conditions:

1. Graphic: Bitmap format
2. Size: 1036 x 664 Pixels at 300 dpi
3. Color mode: 256 Grayscale

For security reasons the bitmap can be stored locally as well on the network, e.g. it can be stored on a server

and e.g. be used only with permission of the responsible operator.

Refer to the sample below:

£ DIGID XID9330 Printing Preferences

“Layout / Setup | K ¢ PO Panel | U¥ Panel "Advancad-f

Matefial Usage (] Print YMC and UV on same Retranster Patch

UV Panel Placing Method

| Front Back
| Bitmap from file | 2009 Matketing LV Sa | [T L Ik Sample 1-inalb . |
it | J

i
| Sniagyon
L tves + Otfset | 1] il EL
|
LY from second page. | [] O
Securly area | (2 Upper right (&) Upper right
| Lawer left | O Lower left
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2.4.2.2. Option “UV Area + Offset”

If area(s) were defined, all content within will be copied to be printed on UV plane. The option “Offset” shifts

the UV copy and can be used e.g. as a ghost image. Please refer to chapter 2.3.5.2 how to handle the area
definition.

B drea definition

Urits . - CTRL +/Cick b treshs ness sven
(3 Pt : - Chck to modiy esisting atea
Crem Left Righi - Right-clck, to mave LY offest
Chinches
Baltoen
drea x ¥ width Height L Offseti | L Difssty
1 146 250 195 ELx] 2 48
2 540 159 *®2 174 7a -45
Cancel

As in all the other area definitions, the content once created can be used if enabled or stored for future use if
disabled:

£ DIGID XID9330 Printing Preferences

Layoul / Setup | K /PO Panel| UV Panel rAdvancsd’;

Card Options

Material Uzage [C1Priett ¥MC and UV on same Retranster Patch

UY Panel Placing Method
| Front Back
Bitmap fiom file | [] i.'\.’i-;s Marketing LIv 5] il } 1 ik Sample T

LY Area + Oifset

U fram second page | [] {2}
Security area | (2 Upper right ) Upper right
(3 Lower left ) Lower left
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2.4.2.3. Option “UV from second page”

If an application is capable to print multipage documents (e.g. Word), then the activated option “UV from
second page” will force (every) second page(s) of the document to UV plane:

£ DIGID XID9330 Printing Preferences

V-Layﬂul /5etup | K /PO Panel| UV Panel | Advanced |

'

Matefial Usage (] Print YMC and UV on same Retranster Patch
|

UV Panel Placing Method

Front Back
Bitmap from file | ] |“ tarketing LIv : O ;_ I ik Sariple 1-final : N

g
it

Uy fres + Offset | 1 ii| I

LY from second page. | [] O
Securly area | (2 Upper right (&) Upper right
| Lawer left | O Lower left

2.4.3. Security Area

The corner position of the printer's MAC address can be defined here.
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2.5. Advanced

2.5.1. Global Print Offset and K Plane Offset

Global Print Offset:

EDIsecure® XID 93xx Printer Driver Manual

Here you can shift the offset of the layout in horizontal and vertical direction by changing the values; this

influences the complete layout.

K-Plane Offset:

The changing of the values for K-Plane only influences the offset of the K-Plane.

& DIGID XID9330 Printing Preferences

Layout / Setup | K/ PO Panel | UV Panel| Advanced

Global Print Dffset

K Plane Offs=* K Ditheri-

—
Harizontal |0 = | Lighter
Veieal [0 %] Vel [0 %] ,737
Track 1 Track 3
7 bits i F
Track 2 5 bits (104 chars) bl R
B bits [37 chars]
|
[ Enable N 'l (o
O Frentup (=) i
@f i Save Materid

2.5.2. K-Dithering

The new K-Dithering feature allows adjusting the dither density for all objects, which will be printed with K
plane only on one side of card (Note: It requires setting color ribbon to K only)

& DIGID XID9330 Printing Preferences

Layout ¢ Setup | K./ PD_F‘ane\i: UV Parel | AdVGnDBdrl

Global Print Offset [l K Plane Dffset |

Horizontal :D ___5_ Harigontal ._U z| Darker Lighter
Vetieal |0 %] Veigll [0 %] A ] b
Track 1 Track 3
7 bits s
e 5 bits: (104 chars] ] wait for card exit
B bits [37 chars]
Card Output | Matenal Usage
Enable

(o
(= (e
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2.5.3. Synchronization

This is only required if the application controls the chip encoding. When encoding and printing batch jobs

without the built-in Advanced Chip Encoding Framewo rk, the option "Wait for card exit " must be
checked:

& DIGID XID9330 Printing Preferences

Layout / Setup | /P Panel | UV Panel| Advanced |

Global Print Dffset i K Plane Offset l  koDitheing |
- . 0

n =
Harizontal .D |

Harizontal .U

eitical ;E, = Wertigal il] =
Track 1 Track 3
7 bits . [ waitf et
Track 2 B bits: (104 chars) WAl i0kCAld e
B bits [37 chars]
Card Output | Matenal Usage
Enable

(o
(= (e

Save Matenal

) Front

2.5.4. Track Formats

The track formats are shown for informational purpose. Only standard formats are allowed to be encoded.

£ DIGID XID9330 Printing Preferences

| Layout / Setup | K ¢ PO Panel| UV Fansl | Advanced |

Global Print Offset K Plane Offset | KDithering |
Bt . il

Harizantal :rEI- ,_EJ Herizontal ‘EI 5| Darker Lighter
Yertical ;E_ 5] Yerical LU é] o e el j el
|
Track 1 Track 3
7 bits 5
Teack 2 5 bits (104 chars) [ it for card et
5 bits [37 chars]
|
[¥] Enable N [ (o
O ontap (= 1o
©Front down Sava Materia

Apply
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2.5.5. Card Output
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By enabling the "Card Output " option, the user can force or override the default setting of the printer driver.
Independent from speed or material usage settings, the Card Output option s "Front up " or "Front down " will
force the card orientation when leaving the printer.

This option should be used only if an external lamination unit is attached to the printer.

£ DIGID XID9330 Printing Preferences

Layout / Setup | K /PO Parel | UV Parel | Advanced ‘

Global Print Dffset K Plane Offset
Horizonkal :IJ §\ Harizantal JJ §|
ertical :E_ _:_‘ Wertical :_U :_l
Track 1 Track 3
7 bits
. 5 ite: (104 chars)

S bits [37 chars]

Card Dutput
Enable
(i Front up
@ Front dowr

Darker Lighter

[l twait for cand et

| Material Usage

(ol (ol
(=

Save Matenal

2.5.6. Material Usage

The "Material Usage " area does show the expected use of color and retransfer ribbon using the currently

selected options.

In some rare combinations, the "Save Material " option will become available and will let you enforce material

saving over production speed.

£ DIGID XID9330 Printing Preferences

Layout / Setup | K /PO Parel | UV Parel | Advanced ‘
Global Print Dffset K Plane Offset | kDithering |
N N i
Herizortal |0 = Harizontal |0 = Bl Lighter
Yertical |0 =] Vettical |0 =) Y _j_ fthit
Track 1 Track 3
7 bits [Jiwdsith A esit
Track 2 & hits: (104 charg] WA IOEC AN B
S bits [37 chars]
[+ Enatle (o (o
Orentip = o
@ Front dowi Sarve Material
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2.5.7. Sample of magnetic stripe Encoding

Sending Track Information

Magnetic track data is sent in the form of text strings from the application software to the printer driver, along
with all of the other printable objects within your card design. For the printer driver to differentiate between
magnetic track data and the rest of the printable objects, the magnetic track data strings must be uniquely
"tagged" and formatted by using the "System" font. In other words, specific characters must be added to the
magnetic track data for the printer driver to know which data is to be encoded, which tracks to encode, when
the track data stops and starts and so on. When using the Generic Printer Driver, you must manually add
these characters to the string of magnetic track data. If these characters are not added to the track data, the
text intended for the magnetic track will most likely appear as printed text on the card. To avoid this, track
information must be entered as described below.

When entering track data, the "~" character is entered first, followed by the track number (1, 2, or 3) on which
you intend to encode the data. The data to be encoded should then follow. The first character of this data
string must be the track’s specific SS (Start Sentinel), and the last character must be the specific ES (End
Sentinel). The characters or data in between the SS and the ES can include all of the valid characters specific
to each track. The number of these characters, however, is limited by each track’s maximum character
capacity. When segmenting track data, the appropriate FS (Field Separator) must be used. The following
table shows the SS, ES, FS, and valid characters defined for each track. (Track character limits are enforced
by the TR-1, TR-2, and

TR-3/NNT format options selected in the Magnetic Encoding properties.)

Note: This data must always appear on the first page of your document.
The following example illustrates how track data should be entered for tracks 1, 2, and 3 under following
Windows OS:

Windows 2000/XP:

Track Start End Field Valid Characters
Sentinel Sentinel Separator
~1 % ? N 0-9, A-Z, Dot., ASCII 32-95
~2; ; ? = ASCII 48-63
~3; ; ? = ASCII 48-63
~3; + ? = ASCII 48-63
for XP only

Sample for Windows XP:

Sending Data to Track 1: ~1%JULIE ANDERSON"623-85-1253?
Sending Data to Track 2: ~2;012345...89?
Sending Data to Track 3: ~3+012345...897

User Manual Page 37



digital
/dentification
solutions

EDIsecure® XID 93xx Printer Driver Manual

3. Advanced Intelligent Printer Management (Advance d IPM)

3.1. Introduction

The "Advanced Intelligent Printer Management" was developed with a focus on giving the most power and
flexibility to the user. All necessary controls and settings are stored centrally in the Dispatcher (DISP)

application. The user has direct access to all setting parameters he needs.

The Dispatcher is a part of the printer driver and appears in the program group under the XID 93xx Printer

folder or starts automatically when launching a print job.

Up to 7 printers (XID 9330 model only) can be connected to one PC. The Dispatcher performs the following

main tasks:

Showing of print job status in real time
Pause/Resume control for each printer
Showing the Re-Transfer-Film fill status
Showing the Color Ribbon fill status
Showing the Card Material fill status

agrwONE

3.2. Dispatcher

The Dispatcher is the management center for controlling the operations of the printer and print jobs.

%8 DISPY - (c) Digital Identification Solutions

Tools

Dispatcher | EDIsecurec

1@ 2@ 3 LA 53 B O TS
T O T T Y

Jiob ot Prikker | Document Manme { Frant | Back 1 Azzigned Printer D' | Started

£

(£

Cards for print: 0 # Cards printed: 0

SEL)
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3.2.1. Printers

The printer line shows the printer’s status: If the printer is connected and detected by the Dispatcher and has
no low level errors (e.g. “No cards”), the printer’s related signs become active. The “LED” to the right of the
printers ID shows with several colors the related state:

- Green Ready

- Green flashing Printing

- Yellow Initializing mode
- Red Fatal error

Every printer can be set into Pause Mode or continue individually. This function is very useful e.g. if the user
wants to change the ribbon or insert new cards into the tray.

3.2.2. Material Capacity List

For all three printer consumables the remaining capacity will be shown separately: Retransfer Film , Color
Ribbon and Cards in Tray . All values will be updated dynamically.

Note: The values shown are an approximation.

3.2.3. Print Jobs

All jobs handled by the dispatcher are shown in the "File List " area. Every time an application sends print jobs
to the spooler, the dispatcher will take them to its own job list. The problem of hanging print jobs by the
Windows spooler is reduced.

When a print job is started, DISP shows the status of every printer including the buffered print jobs in the file
list as shown in the sample.

The image sample below shows the action of seven printers connected. Also listed is the main information
regarding the print job:

- Job on printer

- Document Name

- Type of color printed on Front of card

- Type of color printed on Back of card

- Printer IDs assigned

- Timestamp of when the print was started
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8 DISP9 - (c) Digital Identification Solutions

| EDIsecure®
Y=y~
F,I--- 1@ 2@ 2@ 19 5@ (] 79
o [ o | ow | o[ e |

- N O T

JHES
[11-

Jobon Priner | Diacument Name | Fiont | Back [ Assigned Prints: IDs | Stasted =
USBID 1 Ausweiscodef: 25 MY  None [1-234567) 17-18:38 02/0
USBID 2 Ausweiscadad: 27 CMY  None  [1:2-34567) 17-18:38 0240
USBID 7 Ausweiscods10: 19 CMY  None (1234567 17-18:38 0240
UsBID 3 Augweizcodsll: 29 My More  [1-2-34.567) 171839 02/0
USBID & Ausweiscodel2: 39 CMY  Mone (1234567 171839 0200
USBID 4 Ausweicode]3: 31 CMY  Mene  [1-234567) 17:18:39 0200
LUSBID 5 Ausweiscodel 4, 32 CMY  None  [1-234567) 171839 0240
Waling... Ausweiscode15: 23 CMY  Mone  [1-234557) 17:18:40 02/
Wwiatting. fusweizcods] B 34 iy More  [1.2-34.567) 171840 02400
Wlafing Ausweizcodel 7, 35 CMY Mone  [1-2-34-567) 17:18:40 02/
Waiting.. Ausweiseodel 8, 36 CMY  None  [1-234567) 171845 0240
Wailing . Ausweisendeld: 37 CHMY  None  [1-234567) 171845 0270
Waiting . Ausweiscode20: 38 CMY  None (1234557 171846 020
< >

Cards for print: 14! Cards printed: 7

During the run time of DISP the card counter shows the Cards for print and Cards printed . Cards for print
shows all jobs in the file list including copy prints.

In special cases, e. g. if a cleaning procedure is needed, an info line at the bottom shows the related info
message.

3.2.4. Tools

The tools from the pull down menu are designed to control following items

- Clear Spooler: If there is a reason to cancel running prints the clear statement deletes the jobs from
the Windows spooler.
- Reset Counter: Here the counter can be reset without closing and restarting DISP.
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Inside the Print Jobs list, the user can handle single jobs by right clicking with the mouse button as follows:

- Delete (e.g. if unwanted after error recovery)

- Suspense (e.g. job can wait)
- Restart (e.g. after an error occurred)
- Move to top (prioritization)

Depending on the actual status of the print job, particular functions may not be available. In addition, the user

can multi-select several print jobs by hold CTRL or Shift and clicking on the desired print jobs.

28 DISP9 - (c) Digital Identification Solutions

Auswerscodeb. 24 [ Nore

040

Cards for print: 21 ! Cards printed: 3

Job on Printer | Document Mams | Front Back issigned Printet 1Dz | Stasted

\Waitirg., Auswercodel: 30 Chiy Nore  [1-23456-7) 15:20:50 024
i ailirg... Ausweescoded: 20 Chey MNore [1-2-3-4-56-7) 15:20:51 024
e ailirg.. Ausweizcoded: 21 Chi Nore [1-2-3-4-5-6-7) 15:20:51 02/
‘Waiting duswencoded: 22 Chiy Nore [1-2:3-4-5-6-7 15:20:51 024
‘Wailiteg... Auzweiscoded: 23 CHY None . [1-2-3-456-7) 15:20:51 024

codel
‘i aiting Auzweizcodell; 29 1 152053 024
Buswerzcodel 2 39 ore [1-234567) 15:20:53 024
W aiting Augwercode13 31 iore 1 -2-34-5-6-7) 152053 0240
< >

152052 0240

15:20:53 024

_Job on Printer | D ocurment Mams | Frp_[v_tJ_g_ed&
‘Wating... Ausweiscode]: 30 CMY MNone
‘Wating... Auzweiscode2 20 CMY MNare
‘Wating. .. Auzweizcoded 21 None

‘W ating, Auzweizcoded: 22 CMY

40

‘Wating Ausweizcodel]: 23
‘wiaking.. Ausweiscodel2 39
\w‘_aiing... Ausweiscodel 3 31
<

Cards for print: 21 / Cards printed: 3

#izsigned Printes 1D |
1-234567)

2 7
[1-2-34567)

1-2-3-456-7)
1-2-3-4567)

| Stasted |
152051 02/0¢
152051 (12/0¢
152051 02/0¢

152053 (2/0¢
15:20:53 02/0¢
15_21353023’0{_ .4

b}
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The "Administration Center " is the central point for administrative management of hardware related settings,
printer driver and LUT/password control. Based on the innovative "Plug-In" architecture, this framework allows
you to implement administrative functions by copying new DLL files to the Administration Center directory; no
modification of the driver is needed. All administrative functions like "Printer Settings", "Options" and
"LUT/Password" are now shifted into the Administration Center. The following Plug-In DLLs are included by

default:

4.1. Printer Settings

The "Printer Settings" tab enables the user to set the printing parameters e.g. speed, temperature etc. in a
comfortable manner via PC separately for every detected printer. This involves the following main parameters:

il XID Administration Center

\ Categony
ILU settings Select Printer 2 3
Optionz
LUT /Password
Plugin b anager Retransfer
Diriver Config >
Filrn Code | 1000 per roll £ |
L - Temperature
T |
Termperature | +1{High) | o
— Speed [1(Skw) v
Speed-Front | 0 [Momal] % .
= i 4
Speed - Back |_9__[£J_0_r_l'lﬁ|_] ______ V—IJ' Sy Tima ] —v} see 4.1.4
Ink Sethings
i MK
Ribban Type [ VM
Y |TS_[T_|'1IE:k]__\_'I Resin Black |0 (Standard] &
PO |F[St;1d;rd]-_-:| | Fiesin Black Mode () Namial () Fine @
150-Type &) Hico DrLoca | Printer Stand By (Min] | Mo e
Card Type (%) Standard () Thin Buzzer (2) 0n (@l
Printer Setting Transfers
Double side Card Material ’ Load from File. .. ] ’ FEram Printer ]
7 | Undefined VJ [ Save toFile... J [ To Printer ] [ Test Print ]
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4.1.1. Retransfer settings

Ribbon Type Counts per roll (1000, 750)
Temperature -3 (Low) ... Standard ... + 2 (High)
Speed (Front/Back) -10 (Slow) ... Standard ... +2 (Fast)

4.1.2. Bend remedy

Temperature Off ...-5 (Low) ... Standard ... 0 (High)
Speed -2 (Slow) ... Standard ... +2 (Fast)
Cooling Time Osec ... 15sec

Note: Cooling Time is only available if temperature is not Off.

4.1.3. Ink settings

Ribbon Type YMCK, YMCK + PO, YMCKK

Note: The auto detection function will always show the currently mounted type of color ribbon.

Resin Black -3 (Thin) ... Standard ... +5 (Thick)
Resin Black Mode Normal ... Fine
Special Ink: 1/2 -3 (Thin) ... Standard ... +3 (Thick)

(for future use)

4.1.4. Other settings

EDIsecure® XID 93xx Printer Driver Manual

ISO Type HiCo or LoCo Magstripe Cards

Card Type Normal or Cybernetic Size (future use)

Printer Stand By No ... 60 minutes

Buzzer On or Off
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4.1.5. Print setting transfers

Load from File An already set file can be loaded

Save to File Actual settings can be saved to file

From Printer Settings will be read from printer's memory

To Printer Settings will be downloaded and stored to the printers memory
Test Print Starts a test print

Card Material Predefined settings for several cards

Note: These settings are samples only and need to be checked with test material!
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4.2. Options

With the "Options" it is possible to enable / disable following items:

'E XID Administration Center

EDIsecure~
\ PrrierSetings |
W‘ Select Printer 2 3 4 5 7

LUT Password
Plugin bt anager
Criver Config

General

Printer error handling

[Chistart DISF with printers in paused mods: Show messages
[ Split copy jobs [ Redistibute print job
Save latest spool file
Printer Dnver Profiles
DIGID XID3330 DIGID %0930 =
DIGID *ID3300 DIGID 09300
DIGID #ID530ie DIGID ¥I0530ie
. '

4.2.1. General Options

Start DISP with printers in paused mode
If enabled, the next time DISP is started (either by closing or rebooting PC) the printer will stay in paused
mode.

Dispatch copy print to all available printers
If enabled, all copy print jobs will be served to all available printers.

Save latest spool file
This new function was built in to enable saving the latest spool file for support purposes in case of problems.
This spool file will be stored in the Windows system printer directory by default.

Show messages
Enabled by default. The user can suppress some error messages by deactivating this check box. This makes
sense if the customer does not like to confirm error messages on screen in bigger production environments.

Redistribute print j ob
If enabled, in case of an error of daisy chained printers this new function will make sure that every print job will
be printed on the next available printer in the printer group.
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4.2.2. Printer Driver Profiles and Printer Grouping
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Definition

The Printer Group Definition is a unique technique powered by Digital Identification Solutions to define several
groups of "virtual" printers. If created, every Windows application can print to one virtual driver shown in the

Windows printer folder without sending jobs individually. In addition, a single printer can be defined as a virtual
printer for routing the jobs to specific printer.

The following sample shows the technique of serving:

Windows
Application

Y

Send 4 print jobs

Virtual Printer

3 physical printers

assigned to the group

(e.g. ,My Printer Group Ay [
DISP
Job 1
Job 4 b2 1on 3
v
Printer ID #1 Printer ID #2 Printer ID #3

User Manual

Page 46



digital
/dentification

Salurions EDIsecure® XID 93xx Printer Driver Manual

4.2.2.1. Creation of Printer Groups

After clicking on "Add " in Printer Driver Profiles and Printer Grouping , the user needs to enter a new group
name and the ID of the printer which will belong to this group.

J8 XID.Administration Center

i EDIsecure®
ILL settinis 1 Select Printer 2 3 4 a E 7

LUT/Password

Plugin Manager
Driver Config

Printer errar handling
ISt DISP wilh printers 1n pavsed moded Show messages

] Siplit copy jobs [ Redistribute print job

Save latest spodl file

Printer Driver Profiles

DIGID ®ID9330 DIGID #ID9330 =

DIGID =ID3300 DIGID XID 3300

DIGID XID530ie DIGID XID530ie
’ '

In the following window, the user can enter the following settings.

Printer Driver Instance

Printer Driver Types: Frinter driver instance name:
T [¥ID Printer Prafile
[DIGID XID5a0ie

DIGID +I09300 Prirtter 1D
DiG 9

i 2 3 4 85 5 7
1 1 T [ |

L ] ] [ Cancel

Note: Printer IDs will be enabled only by choosing XID 590ie or XID 9330.
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The following two samples show how to enter the information:

1.

Printer Driver. Instance

Printer Driver Types: Frinter diver instance namg

[DIGID XID9330 !F‘rinterXID Jtod

gl

Printer 1Ds:
k| 2 3 4
O £] O

L 0K 'J [ Cancel

As a result of this definition the printer appears in the list.

'ﬁ XID Administration Center

[ Printer Setings _‘
ILU setiings

EDISecure*

Select Printer i Z 3 4 By E
LUT/Paszword

Plugin Manager
Driver Config

Printer errar handing
[] Start ISP with printers in paused mode Show messages

Split capy jobs [ Redistribute print job

[] Save latest spool file

Printer Driver Profiles

Mame Type

DIGID *ID3300 DIGID X103300
DIGID XID50ie DIGID X1D590%ie
DIGID »ID530i DIGID %

Prirter 40 2 b 4(2-3-4 DIGID X

[

Printing Preferences

Exgort,

IE II I II I||)>
=3
&

& | i
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Sample B:

Printer Driver Instance [gl
Printer Driver Types: Printer driver instance name:
iD‘GID wID3330 \:| |ID Printer Farm |
Printer 1D

i, 2 3 a5 B 7
MM FBMEEBEEBEM

48 XID Administration Center |:“E"i‘

EDIsecures®

SEWRES ‘ Select Printer 1 Z 3 4 B 5
LUT /Password

Plugin Manager
Diiver Corfig

Piivter eror handing
[71 Start DISP with printers in paused mode Show messages

Spit copy jobs [ Redistribute print job

[] Save latest spoal fle

Printer Driver Profiles

Name Type 2
DIGID XID3300 DIGIDXID3300
DIGID X053l DIGID X050
RID Protet Faim(1-2-3-4:5-5:7) 1 D2l
D Finler 2 o 4(Z DIGID XIDS330

Piirting Preferences.

Export

S
o

It is possible to add several groups including overlapping IDs, as shown in the sample two groups named:
- "Printer XID #2 to #4" with the IDs 2, 3 and 4 was added.
- "XID Printer Farm" with the IDs 1 - 7 was added.

After successfully adding a virtual printer with the same name, additional groups will be generated and
displayed automatically in the Windows” printer folder:

*: Printers and Faxes

Ble Edt View Favortes Took Hsip

@ T Pt [Tt | [

Address | Y Printers and Faxes

1 DIGID XIDS30ie
Printet Tasks g

Ready
[E] Add = printsr

5] See what's pridting o DIGID XID9300 "

™ 0
Select printing preferences = neady F
é’ Pause printing
(& Share this printsr
]} Rename this printer

3¢ Delete this printer
{3y set printer properties

¥ID Printer 2 to 4(2-3-4)
0

Ready

Other Places e
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4.2.2.2. Deleting of Printer Groups

There are two different ways of deleting Printer Groups: by Dispatcher or by use of the standard procedure in
the Windows printer folder. We strongly recommend using Dispatcher. To delete Printer Groups the following
steps have to be done:

1. Highlight a group by clicking the right mouse button and
2. Click button "Delete Group "

38 XID Administration Center

EDIsecure®
[Printer Settings |
LU settings 1 5 6 7

Select Printer i 2 3 4

LUT /Passioid
Plugin Manager
Difver Config

Piirter ertor handing
[ Sttt DISP with printers in paused mode Show messages

Split copy jobs [ Redistibute print jobs

[[15awve latest spool fie 2
.

Printer Driver Profiles

DIGID 03300 DIGID 03300 =

DIGID XID530ie DIGID XID530ie

1D Printet Faimi1-2.3-4-5-5-7] DIGID XIDA230
D Fiinte: 2 to 42:3-4) DIGID XID3330

Remember: Deleting a printer group from within the Administration Center will automatically delete the printer
in Windows” printer folder.

4.2.3. Setting up Printing Preferences and Managing  of Printer Driver Profiles

4.2.3.1. Setting up Printing Preferences

By clicking on the "Printing Preferences... “button the user can view and setup the printer settings out of the
Dispatcher for the highlighted printer name as shown below:

38 XD Administration Center Ex
it EDIsecure~
Printer Settings
LU settings | Select Printer 1 2 3 4 5 5 1

LUT /Password
Plugin Marager
Diver Config

Fiinter eitor handing
[ Start DISP with printers in paused mode Show messages

Splt copy jobs [ Redistiibute print job

[ Save latest spool file:

Printer Diiver Profiles
DIGID XID9300 DIGID XID9300 —
DIGID X D590 DIGID =ID530ie
D Printei Faim(1-2:3-4-56+71 DIGID 05330

Export

0 Printer 2 to 4{2-3-4) DIGID<I05330

Import
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& XID Printer Farm{1-2-3-4-5-6-7) Printing Preferences

Layout / Setup | K/ PO Panel | U Panel | Advanced|

Page Urnientation Encoding Control

O Partrait [Ei
(3 Landscape

Card placement in the

[ Magstrips printer ay

] Smartchip

Layout' Orientation

Flip Asiz Side A Side B
@ [k ] [mce o]
® A ‘ B
i A B
) B =3}

4.2.3.2. Exporting of Printer Driver Profiles

3 XID Administration Center

Category R
T EDIsecure®
Printer Settings ‘
LU settings Select Printer 1 2 3 4 5 (] v
LUT /Password
Plugin Marager
Diver Config
Fiinter eitor handing
[ Start DISP with printers in paused mode Show messages

Splt copy jobs [ Redistiibute print job

[ Save latest spool file:

Prnter Driver Profiles

Name Type 5
DIGID X1D9300 DIGID X1D8300
DIGID XIDES0ie DIGID XID530ie

Delete

Printing Preferences

Export

10 Printer Farmil-2- DIGIDRI0S330

0 Printer 2 to 4{2-3-4) DIGID<I05330

IIIII

Import

[~
¥

By clicking on the "Export... " button, a save dialog will be opened as shown below:

Export Printer Profile BPK

) ) ) Savein | 53 DISPS ¥ 02 =
The printer profile will be D
saved for further use e

(G

Deskiop

@

Hy Documents

File name: |XID Printer Farm(1-2-3-4-5.6-7) ¥ [ sae ]

Save astype: Printer Profile Files f*.d) v [ cancel ]

5 5
el
H 2 4
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4.2.3.3. Importing of Printer Driver Profiles
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If the customer needs to import the printer profiles he can do this by clicking on the “Import...” button.

il XID Administration Center

| Piinter Settings *‘
ILU sattings Select Printer 1 2 3 4 5 5

LUT Password
Plugin Manager
Diiver Config

Piinter entor handing
[ Sttt DISP with prirters in paused mode Show messages

Spit copy jobs [ Reditrbute pint job

[] Save latest spoal e

Name Type

DIBID XIDS300 DIGID XI08300
DIG|

KD Printer 2

Expott

Import

3
&

e EDIsecure=s

Printer Driver Profiles

Delete

Printing Preferences.

IIIIH

The Windows open dialog will be opened as shown below:

Import Printer Profile

Lok in: |D DISPS

¥ @2

=¥5pool;

My Recent
Documerts

F

Desktop

-

2

My Documents

bdy Compuiter

File: name: | ¥ !

oo

Files of type: | Printer Profile Files [*.dm] Bt |

[ Cancel

My N‘elwork [ Open as read-only
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4.3. LUT / Password

4.3.1. Lookup Table Configuration

Inside the Lookup Table Configuration the user has the possibility of using his own LUT tables. LUT tables
contain the color control values, which can be used instead of the internal printer LUT.

The Lookup Table contains the values to control the print density for every color separately. It can be useful to

get the same color impression if the customer needs to print on several materials with backgrounds in
different shades of white.

Remember: Using LUTs other than the printer’s internal ones requires deep knowledge in color management
and is recommended for special cases only!!

i XID Administration Center

\ i EDIsecure«
Printer Settings |

ILU settings Select Printer 1 2 3 4 5 i =

Dtions i i

Plugin b anager
Driver Config

Lookup Table Configuration
1. Lookup table file name: 2. Printer driver name:

| |pIGID XIpsate

| DIGID XD 9300
=10 Printer 2 to 4[2-3-4]
Erowse far LUT fils... | =10 Printer Farmn(1-2-3-4-5-6-7]

Paszeword Control [for XID590 and X1D9330 onip]

Enter Old pazswiord: I
Enter New pagsward: | l

T B
Berenter new password: | |

4.3.2. Password

The password option is designed for use in high security environments only. The user can set a password to
the printer to make sure only certified operators are able to use this protected printer.

Remember: This function is disabled by default and can only be enabled by contacting Digital
Identification Solutions!
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4.4. Driver Config

This page allows setting, changing and removing the password of the Administration Center. When you click
on "Reset" button, the following dialog appears.

Change Password

Type old password | eees

Type new password | esesssss

Retype new pazsword |uuuu

[ ok, ] [ Cancel

If a password has been set during installation, it can be changed here. To do so, retype the old password and
type the new password twice to confirm. Click on OK to store the changes. If the new passwords do not match
or the old password is wrong, an error message appears.

To clear the password, the "new password " fields must be left empty.

When setting a password and no previous password has been set yet, the "old password " field must be left
empty.
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5. Advanced Chip Encoding Framework (Advanced CEF)

Included in the printer driver is the Advanced Chip Encoding Framework , which is capable of handling all
card encoding itself. The mechanism is independent from the application, allowing virtually any Windows
based application to perform chip encoding.

The main features will be described in detail in the following chapters. These are:
- Plug-In architecture

- Single-point and one-time software and hardware setup with the capability to test the setup from within the
driver, without the need of an external application

- Multi-printer printing and encoding (in combination with XID 9330’s Advanced Intelligent Printer
Management)

- Printing and encoding over network
- Precoding
- Application independency through the use of an Encoding String

The printer driver handles all of the synchronization and error scheduling of the jobs and initiates the encoding
sequence by calling the corresponding plug-ins.

The encoding itself, i.e. the communication with the encoder hardware and the chip card is done by a small
piece of external software that is loaded and executed by the driver. This software is fed with all the necessary
information which is needed to perform the encoding on the chip.

Since there is a large combination of different chips and customer requirements, Digital Identification
Solutions offers several options for the encoding plug-ins:

1.

Ready-made highly configurable encoding plug-ins for diverse chips on the market are available for sale. The
plug-ins have been developed to provide the most flexibility, while maintaining a high level of security and
user friendliness.

2.

Customized plug-ins can be developed, which meet the exact requirements of the encoding, in case the
ready-made plug-ins do not meet them or the chip or the encoder hardware is not yet supported. This
however must be discussed with your local dealer.

3.

Application developers can request a free development package, demonstrating the development of a plug-in.
This option should be used if the ready-made plug-ins do not meet the requirements or a yet unsupported chip
or encoder hardware is used, or with high security applications where the encoding secret may not be
configurable in a user interface or in configuration file.

The configuration is done in the Administration Center’s section "Plug-in Manager ".
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5.1. Plug-in architecture

As the printer driver does not do the encoding itself but loads an additional piece of software that know how to
"talk" with a certain encoder hardware and chip card, it is not limited to chips and encoders that are currently
present on the market.

Such a piece of software is called "plug-in". The driver can handle an almost unlimited number of these plug-
ins.

Important

The base driver will come with no plug-ins installed . Therefore the Plug-in Manager will show an empty list
in the Installed Plug-ins window, as shown below:

-:ﬁ XID Administration Center

G EDISecure®

Fiinter Settings |

ILL setfings St Prini s [alals]e]#

Options.

LUT. |

Pl Installed Plugins
e L 3 >

. =

3 Reload
Format Templates Port [ pot
Flugin Info: Configuration

Plug-in Manager after clean installation.

As the requirements on the chip type and encoder hardware differ, users can install the plug-ins they need for
their encoding requirements.

Plug-in Installation
The installation of a customized plug-in depends of the plug-in itself. Plug-ins usually come with a separate
setup routine or will be installed by system integrators on customer-side when the printers are setup.

After installation of a plug-in, the list can be refreshed by

- clicking on the "Reload " button below the list of installed plug-ins

- changing to another Category in Administration Center, then going back to Plug-in Manager
- restarting the Administration Center
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5.2. Software and Hardware Setup

5.2.1. Plug-in Info

When a plug-in is installed properly and appears in the list of Installed Plug-ins , clicking on it will select and
activate it.

The plug-in is loaded and additional information of the plug-in is displayed in the Plug-in Info box as shown
below:

8 XD Administration Center EE®
Ehao EDIsecures
Prrkes Settrgs
LU seltings Select Prirker.

Opiens:
LUT/Passwoed
S —T—
Contast Frivtes | B P
Cardscilacs
T — L,
i
[ Fstost e s e

Fot | e
USE COID Sman Cavd Reader
i USE DOID S Casd st 1

B
Pagin ek
Ercoder Faslion Contact  Hequed CEF Ve 5.0.3.0
ConFrecode:  Nao Plgn armon 0939

Configuration

Muli Thieaded  No Uricode. No T |

Dsstphon Test

Emply plugn for demonstration puposes

Encoder Position:
This shows whether a plug-in encodes contact or contactless chips (this determines the position where the
card is moved in the printer, either to internal encoding position or to the right side of the printer)

Can Precode:
This shows whether a plug-in can perform a precode process (see chapter 6.7 for further information about
Precoding).

Multi Threaded:

If the plug-in and the encoder hardware’s driver is able to communicate with several devices simultaneously
the encoding process on multiple printers will be faster. However, most encoder manufacturers explicitly
restrict the communication to one device at a time only, so the encoding process for further devices must be
delayed until the encoding for one device is finished. The plug-in must provide the information whether
encoding in parallel is possible or not, and the printer driver will delay the encoding on other devices with the
same plug-in on runtime until the one is completely finished.

Note: This only affects the encoding process, which usually takes a fraction of a second. The card
positioning and printing are done in parallel, independent of the capability of the plug-in.

Required CEF version:

The driver’s internal chip encoding framework has its own, driver-independent version number. Since
additional functionality may be added in future, the Plug-in Manager checks if the installed framework is
compatible with the plug-in.

If a plug-in uses functions of a later framework, the Plug-in Manager will show a warning message that a
newer driver must be installed containing this framework version.
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This prevents plug-ins from crashing the driver by attempting to use unsupported functions of a later driver
release.

Plug-in version

The plug-in’s version number is shown here. This is for support purposes to determine which version of the
plug-in is installed on the system.

Unicode
Some applications require encoding Unicode characters on the chips. This shows whether the plug-in is

capable of handling Unicode data in the encoding string. If not, Unicode characters will be converted to ANSI
by the driver.

Description
The plug-in developer can display a short description of what the plug-in does here.

5.2.2. Port Assignment

General information
Each encoder hardware must be attached to a printer physically, either inside or outs IDE.

As each printer has its own ID, there is a fixed relation between one specific encoder and one specific printer.

Since each encoder is also attached physically to the computer (USB, COM or any other possible port), a link
of a "printer ID" and the "port" where the encoder hardware is attached on the PC must be created. This link is
called "Port Assignment "

In the Plug-in Manager, the Port Assignment section shows two lists, one with all possible printer IDs and
one with the available ports. Initially, both lists are empty. Depending on the encoder hardware and the ID of
the printer to which the encoder is attached, the port names and IDs differ.

Encoder ports

The list is dynamically filled in real-time. That means as soon as a plug-in is selected and an encoder, which is
supported by the plug-in, is attached, the port list shows the port name as a new entry immediately after
Windows has recognized the device. For some encoders, it may be necessary to install the manufacturer’s
device drivers first.

8 XD Administration Center EE®
Ehao EDIsecures
Prrkes Settrgs
(LU sedtrgs Select Pirker
Opiens:
LUT/Passwoed
BT
s Installed Plugin . Poxt Aesigrment
Contast Frivtes | B P
Cardscilacs
T —

[ Fstost
Fot | e

USE COD Sman Cavd Reader 0
1158 OO0 Srait Cad Readet 1

Entiance
Payment

B
Poan
Ercoder Faslion: Contact  Hequied CEF Ve 5.0.3.0
ConFrecode:  Nao Plgn armon 0939

Muli Thieaded  No Uricode. No Sehcgr, |

Emply plugn for demonstration puposes

Dassiphion: Tzt |
]

The same is true when a device is unplugged, i.e. the port disappears from the list.

User Manual Page 58



digital
/dentification

Salurions EDIsecure® XID 93xx Printer Driver Manual

This mechanism allows easy recognition of the port name of each single encoder device in a multiple printer
(and encoder) environment by plugging them in one-by-one.

Creating the link between encoder and printer 1D
When having identified the port name of an encoder that is connected to a specific printer, the link between

both must be created so the driver knows on which port the encoding must be performed when printing on a
certain printer ID.

This link is created by selecting the printer ID in the printer list, the encoder’s port name in the port list and

then pressing the "arrow-up " button to create the link. This procedure must be repeated for each encoder
connected to a printer.
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To reset all assignments for the current plug-in, click on the "Clear" button.

To reset the assignment of a single printer, either select the dash "-" from the port list and assign it to a printer
ID by clicking on the "arrow-up " button, or assign an already assigned port to another printer ID.

Note: Ports cannot be assigned to two printers at once!

The names of the ports differ from plug-in to plug-in, especially with USB encoders, as USB ports do not have
common names.
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5.2.3. Format Templates

Some applications require different encodings, depending on the layout of the card, but use one chip type.
Plug-ins can be developed to support multiple encoding styles, definitions, formats, and all in combination.

In order to understand what "Format Templates " do, let's have a look at the following example.

EDIsecure® XID 93xx Printer Driver Manual

Important

Keep in mind that there are several ways to achieve this, depending on the plug-in and the requirement
specification!!!

This is only an example demonstrating how a sophisticated plug-in *could* handle the case. This does not
work with all plug-ins and it requires the plug-in to contain support for Format Templates!

Assume we have two cards with different layouts:

The first one is a guest card that should contain only a sequential serial number, which must be written to
sector 0 using the key "1234", has 10 digits and should be filled with leading zeroes. We call it the
"SeqSerNumber ".

The second card is an employee card that should contain the employee number, which must be written to
sector 0 using the same key as the guest card, and the first and last name of the employee, along with his
birth date, which must be written to sector 1 using a highly secure key. The field names (and lengths) are "
EmployeeNo " (10) and "Firstname " (20), "Lastname " (20), "BDate" (YY-MM-DD).

Using the same chip cards for both layouts allows using the same plug-in, just with different "definitions" on
what and how to encode.

For the two different encoding requirements, we would create two "Format Tem plates”. Each of them
contains the description of each request, so Format Template 1 would contain the following definition:

Format Template "Guest"

Fieldname Sector Key Len Filler Format
SeqSerNum 0 1234 10 0 Num

and Format Template 2 would contain the definition: Format Template "Employee "

Format Template "Employee "

Fieldname Sector Key Len Filler Format
EmployeeNo 0 1234 10 leading 0 Num
Firstname 1 scrambled-high-secure-key 20 trailing spaces Text
Lastname 1 scrambled-high-secure-key 20 trailing spaces Text
BDate 1 scrambled-high-secure-key - - Date
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Each layout must then contain a "reference" to each format template, along with the encoding data, and the
plug-in would be able to understand what, where and how needs to be encoded. For an example how this
reference looks like, please refer to chapter 5.8, keyword "ft".

Note that neither the contents nor the usage of "Format Templates " is defined or restricted by the driver. It is
purely handled by the plug-in, so the format definitions, field names, storage of the keys (unencrypted or
encrypted, or none at all), format options and anything else depends only on the plug-in itself. A minimalist
plug-in does not need to provide support for format templates at all. The lack of support may also be desired
by the security requirements of the application.

According to the example, another plug-in could also have an attribute "Position " so the position inside the
block could be specified, and another plug-in could have all of the attributes hard-coded so nobody could
temper with the format templates and change them.

Format templates can be add, copy, edit or deletes by using the corresponding button.

Add-Button:

Add a new format Template.

Copy-Button:

Copy an existent Template.

Edit-Button:

The Edit-Button enabled to change or add new Settings in the format Templates.

Delete-Button:

Delete the Format Template. A confirmation dialog is shown to proceed with the deletion.
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5.2.4. Configuration (Global Settings and Test)

The most important part in the chip encoding setup is to test the communication with the encoding device and
to test if the encoder can access, write to and read from the chip. Some encoders require even global settings
like authentication keys or the transfer speed, which is common for COM ports.

Each plug-in can optionally provide a user interface for both, the global settings and the encoding test. If one
or both of these are supported, the corresponding buttons "Settings... " and "Test..." will be enabled.
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If these options are provided by the plug-in, clicking on either button will open a configuration or a test dialog
and show the corresponding functions that are necessary to configure the encoder hardware and to test the
encoding of the card.

The extent of the user interface depends on each plug-in, i.e. there are no generic options from the driver.

A sophisticated plug-in should provide an easy-to-use user interface for both options and a way to do
encoding tests with real data in the test dialog, preferably with the same format templates that have been set-
up for the real encoding, as it is mandatory for the production that the hardware is working correctly with the
encoder software and the data is encoded properly on the chip.

Since both options are optional, a minimalist plug-in does not need to provide these functions. The absence of
these options may also be desired by the security requirements of the application.
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5.3. Application Setup

The chip encoding features of the driver are application independent, i.e. the application does not need to be
set-up for the specific encoder hardware of the encoding plug-ins.

The entire encoder-specific configuration is done in the Plug-in Manager, stored and handled outside the
printing application, as well as the encoding process itself.

However, there are application requirements that need to be fulfilled in order to process the encoding data in
the driver.

All of the encoding data is transported in a so called "encoding string" to the driver and later to the plug-in.
The card layout must contain this string somewhere on the front page . This is especially important to
remember when using two-sided layouts.

If the driver recognizes the encoding string on the layout, it will not print it on the card but use it for encoding.
Therefore, the encoding string must be sent "as text " by the application.

The "switch" for the driver to find the encoding string is in the Card Type section of the document’s printer
properties. If "Smartchip " is selected here, the encoding string will be captured and processed.

£ DIGID XID9330 Printing Preferences

I_La}'UUt / SEE K. ¢ PO Panel | UY Panel | Advanced|

O Portait = (%) Print and Encode
(%) Landscape @ (O Encode only
) () No encoding

‘Card Type

EPaCEmEnt in the
printer tray

Clagstipe
Smartchip

Flips s Side & Side B
@ [vMoKk v [vMoE v
o ‘ 5
. A = B
@] =) =
B
L |
ok ] [ Cancel &,

Unfortunately, it cannot be determined in advance whether an application sends the string in the correct
format or not. The simplest way to check this is to print a layout containing a valid encoding string. If the string
is printed, the application does not support the way how the driver intercepts the encoding string.

However, this has been tested thoroughly with many different applications and there are two rules- of-thumb
that you have to know:

Pixel graphic drawing applications usually render text "as pixels" and are therefore not capable of sending the
encoding string "as text" to the driver.
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Special transformations for shading, blending, winding, squeezing, skewing, twisting, outlining and anything
else do process the text "as graphic" and are therefore not suggested for the encoding string.

The font, however, is not relevant for parsing, as long as if it is a standard Windows font. So to summarize all
of the above:

Important
- The encoding string must be on front page of the layout!

- The encoding string must be in plain standard format with no special effects in the layout!

5.4. Multi-printer encoding

By using multiple XID 9330 printers in a printer group (see 5.2.2.1, Creation of Printer Groups), the throughput
of produced cards per hour can be significantly increased.

The printer driver offers full support for printing and encoding on multiple printers simultaneously. Note that
the correct port assignment for each printer using an encoder is required before printing and encoding in a
printer group.
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5.5. Printing and encoding over network

Multiple workstations on the network can print on a PC which has one or more shared printers attached. Such
a PC is called print server .

On the print server it is mandatory that a user is logged on, otherwise the dispatcher will not be able to
process the jobs.

As the encoding string is embedded in the layout, the encoding string is transported inside the print job (or
spool job) over the network from the printing workstation to the print server.

The print server will properly process the job including the encoding, and distribute it to the corresponding
printers.

In an operator-less mode, it is even possible to re-encode and print failed jobs on other free printers with the
option "Redistribute print job " on the Options page of Administration Center. This guarantees that all cards
in the batch will be produced without user interaction- assuming that enough printers are in the group for high
availability.
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= EDIsecure®
Pinler Settings |
ILU seltiniS Select Printar 2 g 4 g 7
LUT/Password
Flugin Manager
Driver Config

Printer error handiing
[] 5tart DISP with printers it paused mods [] Show messages

[ Splt copy jobs [l edigtnbite print jobi

[] 5ave latest spool fils

Printer Driver Profiles

Name Tupe add..
DIGID XIDS330 DIGID XID9330 =

DIGID 03300 DIGID XIDI300

DIGID XID530%ie DIGID XIDG30ie
. .

5.6. Multiple encodings on one card

The driver is capable o f handling multiple encoding strings in one layout, which might be

- different encoding format templates with one encoder

- contact encoding and contactless encoding

- combination with magstripe

Usually, the driver processes the strings in the order how they are sent from the printing application. Since it is
impossible to determine this, and since this differs for each application, a special keyword allows specifying

the processing sequence of multiple encoding strings. Using the so-called "sequence order ", the encoding
and printing process can be tweaked to be performed in the fastest possible way.
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5.7. Precoding

Introduction
A special preprocessing might be required by the application before encoding or printing the card, or both.

In some cases, a serial number from a card needs to be processed and the card which has to be produced is
selected by this serial number, i.e. the card holder record is determined by the number that is pre-encoded on
the card.

Another example of the need to preprocess the card is when the card’s pre-encoded serial number must be
printed on the card.

In both cases, a pre-processing needs to be done before the real print job is created:
- the card must be loaded to the encoder and some data from the chip is processed
- the layout is selected or adjusted and send to the print job queue

What is precoding?

In the time between the first and the second step, this printer must be locked for the second step, which
contains the data that needs to be encoded on the card or the layout that needs to be printed, or both. (This is
especially important in a multi-printer environment)

This first step is called "Precoding ". In this step, the card will only be loaded to the encoder and the printer
will be locked for the second step and data from the chip is processed. No printing is done at this step

What is done in the precode step?
In order to give the most flexibility, the plug-in is completely free to decide what to do in the first step.
Examples of possible processing are:

- reading a serial number
- writing it to a database or log-file and
- report it to the application (to let it select the record for the printing layout and the encoding string)

Precoding however does require the plug-in to interact with the printing application so it can prepare the
second processing step when the precode step is finished.

Therefore, the plug-in and the application must be customized to work together. As this requires the
adaptation of the printing application to the plug-in, precoding will not work with most standard applications,
unless a special feedback interface is provided by the application out-of-the-box.

This should always be done in collaboration with your system integrator!

Important

Precoding always require s customization of the plug-in together with the printing application!
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5.8. Encoding String

In an encoding environment, there are many parameters that must be configured in order to the encoding to
be performed correctly.

We have seen above how to set-up the hardware, a way to configure the formatting and positioning of the
data with sophisticated plug-ins, and now there’s one thing left:
The user data that actually needs to b e encoded on the card.

Since this data is different for each printed card, it is placed directly on the layout.

The encoding string has a special format that can be recognized by the printer driver. There are several
keywords that are reserved and required by the driver to determine what needs to be done.

The basic syntax of an encoding string is:

{pi="<plug-inname>" [ft="<formattemplatename>"] [so="<n>"] [pre] [pid="<n>"] [[field1="abcd"]
[field2="732894732984"]...] }

Attributes in square brackets [...] are optional. Attributes in pointy brackets <...> are mandatory. Double quotes
"..." must be present in the string

Double-quotes inside encoding data must be escaped with a backslash before the character, e.g. when
encoding the string

John "Doe" Wood
the attribute must look like:
{ pi=... field1="John \"Doe\" Wood "...}

The encoding string always starts and ends with the curly brackets {...}, containing the encoding information
for one encoding. There may be multiple encoding strings on the lay out, as described in 6.6.

User Data

The "field1" and "field2" attributes contain the user data that will be encoded and must be named according to
the plug-in and the used format template. There is no fixed naming convention, s o fieldl may be Firsthame
or EmployeeNo or anything else except the reserved keywords (see table below for a description).

The number of user data attributes depend s on the plug-in and the template format that is used for the
encoding string.

Since the encoding string is fixed in the layout, it is the responsibility of the application to replace the variable
user data on runtime, when printing the layout.

Many card managements and even other standard applications allow the replacement of placeholders when a
job is sent to the printer.

Since almost every application handles variable data in a different way, it is far beyond the scope of this
document to give instructions on how to do this. It is recommended to look at the corresponding chapter of the
application’s handbook on how to set up a text field with a string that can hold both, fixed and variable data.
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There are three types of applications that:

- recognize placeholders and replace them inside the fixed text encoding string
- require a temporary field and a script to build the full encoding string

- cannot replace user data at all

Usually applications belonging to the latter category will not be used at all for card production with variable
data per record because they cannot even print variable data.

Important

- Sophisticated plug-ins can provide a user interface to visually build and test a syntactically correct encoding
string that reflects the fields from the selected format template!

- Applications should provide a way to replace data inside a text field per-record.
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The following keywords in an encoding string are reserved by the driver and processed in a special way.

Keyword | Option Format Description

pi mandatory | Text plug-in name
This name must match with the one shown in the Installed
Plug-ins list in Plug-in Manager.

ft optional Text format template name
This name must match with one of the format templates
shown in the Format Templates list in Plug-in Manager for
the plug-in selected above (keyword "pi").

S0 optional Number sequence order
This specifies the sequence order and should only be used
when using multiple encoding strings on one card. The
numbers can be chosen freely.
The encodings will be processed in ascending order.
If two so-numbers are equal, the processing order of the two
is undefined and dependent on the application!

pre optional - precode step
This indicates that this is a precode step in which the card
will only be loaded but not yet printed.
This attribute must be present in the precode step and
must be omitted in the second (encode) step. It has no
value!
In addition, the printer will be locked for the precode-id (see
below).

pid optional Number precode id
The number must uniquely identify the precode step and
must be the same on the second (encode) step.
This attribute is mandatory in an environment where
precoding is done and must be present in both steps.
The application needs to take care that each card to be
printed and encoded gets a unique precode ID that is used
for both steps.
The printer is locked in the first step for this precode ID and
only a second job with the same ID can unlock the printer.
Therefore it is required that other cards have different IDs.
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5.8.1. Encoding string examples

1. Simple encoding string

{pi="Contact" ft="Guest"...encoding data... }

Uses the plug-in "Contact " and the format template "Guest" to encode the encoding data, then it prints the
card.

2. Multiple encoding strings

{pi="Mifare" ft="All Access" so="2"...encoding data... }

{pi="Contact" ft="Payment" so="1"...encoding data... }

First encodes with the plug-in "Contact " and the format template "Payment ", then encodes with the plug-in
"Mifare " and the format template "All Access ", then prints.

3. Precoding

Job 1: {pi="Contact" ft="Guest" pre pid="16457"...encoding data... }

Job 2: {pi="Contact" ft="Guest" pid="16457"...encoding data... }
Job 1 runs the plug-in "Contact" using the format template "Guest" to read something from the card and locks
the printer for the second job with the precode id "16 457",

Job 2 runs the same plug-in and format template on the previously locked printer to encode the data, then
prints.
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4. Visual appearance of encoding strings

This example shows how an encoding string does appear in the application window and does not appear on
the printed card

Encoding string in the layout Printed card
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6. Troubleshooting and known limitations

Print Errors

As a result of the enhanced error recovery capability of the Advanced IPM driver, the user can decide in case
of an error to cancel, delete, recover, pause or re-print jobs.

In case the error persists, mostly due to a hardware error, please write down the error message and contact
the company from which you purchased the printer.

Known limitations

- Copy printouts depend on the applications used. In this case, use the "Collate " or "Sort" option for printing
copies.

- In some cases underlines will be printed in CMY instead in K.
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7. Appendix A

Layout placement on card

The printer driver uses a technology that allows you to quickly setup and adjust the document properties for
correct layout placement on the printed card.

This chapter describes the idea behind it and how to find the correct settings in six intuitive steps.
For first time users, take the card template that was used for designing the layout. Place it in front of you to be

able to look at it and to turn the card. Open the printing preferences in the application you want to print
(usually in menu File -> Print... -> select printer-> click on Preferences... )

& DIGID XID9330 Printing Preferences

Layout / Setup | K /Pl Panel | LV Panel | &dvanced

' Encoding Control

i) Print and Encode
{7 Encode anly
71 Mo encoding

Fage Unientation
7 Portrait

{%) Landscape

Card placement in the

[] Magstripe printer tray

Smartchip 3

Flip Az

[ ak. H Cancel ] Sppk

The numbers show the steps which are explained on the following pages.
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Step 1: One- or two-sided layout

Check if the design is a one or two-sided layout, i.e. if the layout has only a front side or a front and back
side.

One sided layout: Select

A + =
Front side of card Back side of card
or
Two sided layout: Select
A + B =
Front side of card Back side of card
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Step 2: Landscape or portrait

Check if the design is a landscape or a portrait design.

Landscape Select
" Poitrait

A

A [

or
Portrait Select
= Bl
" Landscape
ﬁ
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Step 3: Visible encoding features, Magnetic Stripe or Contact Chip

If the card is not blank, it is important to select the features so the driver knows in which order and the sides
must be printed.

Magnetic stripe card Select

¥ tagstipe

1 STEACrinpE

or

Contact chip card Select

| iy

B

Note: If the card has both encoding features , you need to select both types , Magstripe and Smartchip.
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Step 4: Flip axis

The driver determines the rotation of the layout sides from the flip axis of the card, which is the axis around
which the card can be flipped and the layout stays in the correct orientation, not upside- down.

The following illustration shows a vertical flip axis, i.e. the card is flipped along its short side edge :

Vertical flip axis Select

Elin i
e
| A| B
A
C | —=
B

or

Horizontal flip axis Select

Flip &xis
]
(o A| B
A
& | —=
B

Rule of thumb:

If you turn the card around the short edge (vertical flip axis ) and the back-side is upside-down , select the
horizontal flip axis

Note: For one-sided layouts , the flip axes are not selectable .
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Step 5: Rotation of the card

For non-blank cards, the layout design must cope with either the contact chip or the magnetic stripe or both on
each side of the card. In the layout, these areas are usually left blank and the Rotation-button allows the
print to match the layout, i.e. to place the elements in the correct positions as they were intended during
layout creation.

Magnetic stripe:
The stripe can either be on the top or the bottom of the layout .

Contact chip:
The chip can either be on the left or the right side of the layout .

Important:

The rotation button will rotate the card , so both, the position of either chip or magnetic stripe will rotate on
both sides of the layout.

The following illustrations show some examples of magnetic stripe and chip cards and a combination of both
types and the effect of the rotate-button.

Note: The same applies for one-sided cards.

Magnetic stripe Contact chip

Magnetic stripe + contact chip
A-+ B
I
Q)
I
A + B
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Step 6: Exchange the card sides

As seen in the last step, for non-blank cards, the position of the magnetic stripe or contact chip or both must
be adjusted to fit the layout. While the Rotation-button rotated the card on both sides, the Exchange-button
allows swapping the front and back sides if the magnetic stripe or the chip is shown at the wrong side of the
layout.

Magnetic stripe:
The stripe can either be on the front or the back side of the layout .

Contact chip:
The chip can either be on the front or the back side of the layout .

The following illustrations show some examples of magnetic stripe and chip cards and a combination of both
types and the effect of the rotate-button.

Note: The same applies for one-sided cards.

Magnetic stripe Contact chip

Magnetic stripe + contact chip

A-+ B

=
A + B-
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Notes
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