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- Thank for purchasing this product.

- Please read this manual carefully before use to ensure correct operation.
After reading, retain this manual carefully for future reference.

Notes about this manual

Q) This manual and the software described in it are copyrighted
© 2010-2011 Digital Identification Solutions Group. All rights reserved.
EDIsecure® and IDExpert® are registered trademarks of Digital Identification Solutions AG.
All other trademarks and service marks are the property of their respective owners.
Unauthorized reproduction and use of this manual is strictly prohibited.

(2) Details of this manual or printer specifications and appearance are subject to changes without
prior notice.

3) lllustrations used in this manual may differ slightly from the actual product.

(4) Microsoft and Windows are either registered trademarks or trademarks of Microsoft Corporation in

the United States and/or other countries. Microsoft® Windows® 7 operating system, Microsoft®
Windows Vista™ operating system and Microsoft® Windows® XP operating system are represented
as Windows® 7, Windows Vista™ and Windows® XP respectively in this manual.

Operating Environment

This software runs on the following systems.
Microsoft® Windows® 7 32bit

Microsoft® Windows Vista™ 32bit

Microsoft® Windows® XP 32bit (Service Pack 2)
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EDIsecure® ILM DS Monitor Tool for XID 93xx Retransfer Printers

1 Installation Process

Please note that you should have installed the XID 93xx Printer Driver version 5.8.6.8 or higher for a
successful installation of the ILM DS Monitor Tool for XID 93xx printers. In case you have a previous version
installed the following screen appears.

[ setup =)

f 0 1 This setup requires XID93:xx driver version 5.8.6.8 or above.
WY Please upgrade X195 driver first!

Aborting Setup..,

L >

Click on the ok button here and install the XID 93xx Printer driver version 5.8.6.8, for details please refer to
the XID 93xx Printer driver manual.

1.1 Installation

Using the installer (automatic execution program) enables easy installation of the software. Start up Windows,
and set the supplied CD-ROM into the computer.

After successful access on the installation file the following screen with the XID 93xx ILM-DS Setup Wizard
appears:

i Setup - ¥ID93¢ ILM-DS

Welcome to the XID93xx ILM-DS
Setup Wizard
This will install X109 (LM-05 v2.0.0 on your computer.

it is recommended that you close all other applications before
continuing.

Click Mext to continue, or Cancel to exit Setup.
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Please click “Next” to continue the installation routine.
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Memo:
If the CD-ROM drive of the computer is set to run automatically, the installer will be executed
automatically.
If the installer is not automatically initiated, double-click “SETUP.exe” in the CD-ROM.

The next screen asks you to define an installation folder for the Monitoring tool. Either accept the suggested
installation folder or please browse on your PC for your preferred memory location. Then click “Next” to
continue.

15! Setup - XID92 ILM-DS |

Select Destination Location
Where should X093 [LM-D5 be installed 7

i Setup will install XI05930c ILM-D5 into the following folder.

To continue, click Mesxt. f vou would like to select a different folder, click Browse.

Browse. ..

At least 1,1 ME of free disk space is required.

< Back “ Mead = ]| Cancel
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The next Window shows your selected destination location for the program and offers the option for changes
with the button “Back”. Please click “Install” to continue.

(15! Setup - 1093 ILM-DS o] @ e

Ready to Install
Setup is now ready to begin installing X105930c ILM-05 on your computer.

Click Install to continue with the installation, or click Back if you want to review or
change any settings.

Destination location:
C\Program Files*1D Printers' D53 (LM-DS

I « Back || Install || Cancel

By now you are nearly through the installation routine, please click “Finish” in the last screen to complete the
installation process.

-

i3 Setup - XID93wx ILM-DS =] & | 22

Completing the XID93xx ILM-DS
Setup Wizard

Setup has finished installing XI10%%ec ILM-D5 on your computer.
The application may be launched by selecting the installed
icons.

Click Finish to exit Setup.
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1.2 Deinstallation

EDIsecure® ILM DS Monitor Tool for XID 93xx Retransfer Printers

For the deinstallation of the Monitor Tool please click on start, choose the folder “XID printers”, then choose
the folder “XID93xx ILM-DS” and double-click the option “Uninstall XID93xx ILM-DS". The deinstallation
routine will take place immediately.

ﬂ Internet Explorer
& Windows DVD Maker lices and Printe
524 Windows Fax and Scan :
& Windows Media Center 1t Programs
Windows Media Player admin
E Windows Update
g XPS Viewer

. Accessories

»and Support

Documents

Pictures
| Games

. Maintenance
\ Startup
L WinRAR
.. #ID Printers
Adrninistration Centerd
¥' Dispatcherd
__| Release Notes Devices and Printers
ﬂ!‘ Uninstall XID drivers completely
L K093 ILM-D5 Default Programs
15! Uninstall XID93wc ILM-DS |
£y ¥ID93 ILM-DS Help and Support

Back

Music

Cormputer

Control Fanel

1

| Search programs and files M
o - e
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2 Administration Center

To setup the ILM-DS Module use the Administration Center.

EDIsecure® ILM DS Monitor Tool for XID 93xx Retransfer Printers

You can easily start the Administration Center by clicking on “start” and selecting the folder “XID Printers” and

the choosing the option “Administration Center”.

| '@ Default Programs
@ Desktop Gadget Gallery lices and Printe
& Internet Explorer '
& Windows DVD Maker wlt Programs
E=8 Windows Fax and Scan admin
€ Windows Media Center
@ Windows Media Player
'@' Windows Update
- KPS Viewer

. Accessories

1and Support

Documents

Pictures

Music

.. Games

1 Maintenance
i\ Startup
|, WinRAR
L ¥ID Printers
_ﬁ Administration Centerd Devices and Printers
¥ Dispatcherd
|| Release Motes Default Programs
@ Uninstall XID drivers completely
| XID93x¢ILM-DS Help and Support

Computer

Control Fanel

Back

Search programs and files Al HEEEETEG
- a - - b
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2.1 ILM-DS Settings

For the setting options of ILM-DS please select in the left column named Category the option “ILM DS Serial”

7 %D Administration Center E=8EE]
EDIsecure®
Select Printer 1 7
LUT/Password
Plugin Manager ILM-DS COM port
Driver Corfi
veriontia |CQM3 - l Lock J | Service Settings | | Firmware: ‘
Uzer Settings
Temp control Cool Time {sec) Speed {mm/sec)
@ Laminate @ On
: o g ||l i
) Pass-Trough off
["1Mat change [ Not change [ Mot change
Top side Bottom side
Film Film
@ Patch [ Mot change (@ Patch [Inot changs
) Overlay | Overlay
Film Position Film Pasition
| Z - [~ IMot change ‘ r - | [ Mot change
Temperature (C) Temperature (C)
115 - | [l Not change ‘ 115 ¥, | [ Mot change
Save/Load User Setlings
Load fromFile... | [ Save o Fike.., Send o LMD5 | [Getfrom LM D5

This screen offers you different setting options for the ILM-DS. In the last line you have also the option to save
your current settings or to simply load already saved settings for recurring lamination tasks.

ILM-DS COM Port
Please select the adequate COM Port your ILM-DS is connected with.

Lock

By clicking this button the electronic lock of the ILM-DS gets activated. When the lock is activated the button
displays “Unlock”, so you can unlock the ILM-DS by clicking the button again. While the lock is activated it is
impossible to open the front door of the ILM, so the protection of the lamination material used is increased.

Service Settings
With this option you open a new screen for the ILM-DS Service settings, for more information on these
settings please see chapter 2.2 of this manual.

Firmware
With this button you can start the firmware update, for detailed information on this option please see chapter
2.3 of this manual.

Mode: Laminate, Pass
Set to [Laminate] to perform laminating.
Set to [Pass] if you do not want to laminate.

Please note:  The settings you choose in the ILM DS Monitor Tool (see page 17 for detailed
information) are the final valid ones.
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Temp control
Sets temperature of heater during the laminator is waiting to guarantee a constant lamination process as the

laminator only cools down when this option is set to “off”, which would extend the total time for the print and
lamination process.

Cool Time (sec)

Adjusts cooling time before lamination as the card should have a certain time period to cool down between the
print and lamination process to ensure best lamination results.

Speed (mm/sec)
Adjusts the speed of card transportation.

Top side
Setting apply for T (Top = Upper) Film Cassette (Patch, Overlay)

Bottom side
Setting apply for B (Bottom = Lower) Film Cassette (Patch, Overlay)

Top side Film Position
Adjusts position of T (Top = Upper) Film Cassette (Patch, Overlay). For setting the patch position for the
moving direction of the top side.

Top side Temperature
Adjusts temperature of heat roller on T (Top = Upper) Film Cassette (Patch, Overlay)

Bottom side Film Position
Adjusts position of B (Bottom = Lower) Film Cassette (Patch, Overlay). For setting the patch position for the
moving direction of the bottom side.

Bottom side Temperature
Adjusts temperature of heat roller on B (Bottom = Lower) Film Cassette.

Load from File...
With this option you can load already saved lamination settings from your PC.

Save to File...
This option allows to save your current lamination settings, so you can easily re-use them by the above
mentioned function “Load from file...”

Send to ILM-DS
This option allows to send your lamination settings directly to the ILM-DS.

Get from ILM-DS
With this button you can easily load lamination settings saved on your ILM-DS.

Checkbox “Not change”
When this checkbox is activated the default ILM-DS settings are used.
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2.2 ILM-DS Lock

Lock:

By clicking this button the electronic lock of the ILM-DS gets activated and you are asked to type in a
password:

e

‘Mew Password

-

Type new password I |

Retype new password |

QK | Cancel

While the lock is activated it is impossible to open the front door of the ILM, so the protection of the lamination
material used is increased.

When the lock is activated the button displays “Unlock”, so you can unlock the ILM-DS by clicking the button
again and retyping the password you set before.

' =

Enter Password

_ concel |

Cancel
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Setup

=)

f . 1 This setup requires XID93:xx driver version 5.8.6.8 or above.
W' Please upgrade XID93:0 driver first!

Aborting Setup..,

e

2.3 ILM-DS Service Settings

Service Settings

Card Position

—

Sensor Level Top

[~ Mot change

Sensor Level Bottom

Start Mark End Mark Start Mark End Mark

2 = 5 x| = - 2 -

[ ot change [Triot change [ Mot change [ Mot change
Load from File...| | SavetoFiie.. |  [SendtoIMDS| [Getfrom ILM-DS |

Cloze

Card Position

Adjusts the position where the card is stopped before lamination.

Sensor Level Top: Start Mark

Adjusts the film mark sensor on T (Top = Upper) Side Film.

Sensor Level Top: End Mark

Adjusts the film end sensor mark on T (Top = Upper) Side Film.

Sensor Level Bottom: Start Mark

Adjusts the film mark sensor on B (Bottom = Lower) Side Film.

Sensor Level Bottom: End Mark

Adjusts the film end sensor mark on B (Bottom = Lower) Side Film.

Load from File...

With this option you can load already saved lamination settings from your PC.

EDIsecure® ILM DS Monitor Tool for XID 93xx Retransfer Printers
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Save to File...

This option allows saving your current lamination settings, so you can easily re-use them by the above
mentioned function “Load from file...”

Send to ILM-DS
This option allows sending your lamination settings directly to the ILM-DS.

Get from ILM-DS
With this button you can easily load lamination settings saved on your ILM-DS.
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2.4 Firmware Update

Setting the laminator and card printer to download mode enables you to update the firmware for the laminator
by using a PC through printer connection.

1 Press and hold down the operation button, and turn on the power at the same time. Both LED
displays are lit.

Please start the Monitor Tool (see Chapter 3 for detailed information) and choose the ComPort your ILM-DS is
connected to and make sure that in the right column the option “Download mode” is selected.

oy XID93x¢ ILM-D5 = = ==

Laminator status

ILM COM port
Download mode
COM3 -
- Lamination Made — - Manual ILM-DS cormmands |
(* Laminate Set Laminate
" Passthrough
— XID93xx Driver Control —

Release Print Job ‘

Close
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Please start the Admin Center and click the button “Firmware”

47 1D Administration Center =
Category ®
e EDIsecures
Prirter Settings
.l_ Serial Select Printer 1 2 3 4 7
Options
LUT/Password
Plugin Manager ILM-DS COM port
Driver Cortf

MERLR, COM3 - I Lodk ] [ Service Settings I [ Firmware
s Sk
Temp control Cool Time (sec) Speed (mm/sec)
(@) Laminate @ on
(7 Pass-Trough i {0 - ‘ {12 k ‘
5 g oFf
[ MNot change [I Mot change [] Mot change
Top side Bottom side
Film Film
@ Patch [7] Mot change @ Patch [ZInot change
® Dveray 71 Overlay
Film Position Film Position
[z v|  [7]Notchange 7 v|  [Clnotchange
Temperature {C) Temperature (C)
115 +| [ClNotchange 115 =) ‘ Pt change
Load from File... | [ Save to Fie... Sendto LM-DS | [Get from 1LM-DS

Now the following screen appears:

ot

Firmware Download

Select File

Firmware donwload in progress. Keep ILM-DS power on.

Please click the “Select File” Button
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In the next screen please browse for the according file, mark it with a click and click the button “Open”.

=,

4 1LM-DS Firmware Files ==
s = @ ? i v

I Marme Date modified Type

e || LAMIFIRM_102B.lmf 23.07.2010 23:42 LMF File
Recent Places

Look in:

Libraries

A

e

Computer

4 | i | [

@ ! 1)
File name: b Open

Metwaork

Riles of type: JLM-DS Fimware: Fies {"J} »| | Cancel |

[T Cpen az read-only

Again the following screen appears:

ot

Firmware Download

Select File

D

Firmware donwload in progress. Keep ILM-DS power on.

This time please click the “Download” button.
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Now the firmware download routine starts, which can take up to 5 minutes time. When the process is through
you will receive the following message:

[ acll MSerial

-

I ., Firrnware download completed.

o]
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3 Monitor Tool

The Monitor Tool starts automatically with the system start of your PC. In case you need to start it manually,
you can easily do this by clicking on “start” and selecting the folder “XID93xx ILM-DS” and double click the
tool which is also named “XID93xx ILM-DS".

E Internet Explorer
& Windows DVD Maker ' lices and Printe
& Windows Fax and Scan =
€ Windows Media Center 1wt Programs
Windows Media Player admin
E_J" Windows Update
< XP5 Viewer

. Bccessories

1and Support

Documents

Pictures
. Games

. Maintenance

. Startup

L WinRAR

. ¥ID Printers
Adrministration Center®
,'_'E' Dispatcher®

|| Release Notes Devices and Printers

Music

m

Computer

Control Panel

ﬂ Uninstall XID drivers completely

L X093 ILM-D5 Default Programs
i3 Uninstall ¥ID93sc ILM-DS
#ih ¥ID93xx ILM-DS | Helpand Support

1

Back

Once the Monitor tool is started you will see it as a small icon in your task bar:

To open the Monitor Tool please right click the taskbar and click the option “Open ILM Monitor”.

Open ILM Monitor
Hide When Minimized

—

Hide when minimized: this option hides the icon when the tool is minimized
Exit: please click this option to exit the Monitor Tool
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3.1 Settings of the Monitor Tool

% XID93xx ILM-DS

-ILM-DS COM port - | —Laminator status

~Lamination Mode — ~Manual ILM-DS commands

" Laminate
Start Laminate

{* Passthrough

XIDS3xx Driver Control
i~ PrinterfILM-DS synchronization Printer wait time {sec)
v Enable 20 j

Release Print Job |

Lamination Mode: Laminate
The ILM-DS will laminate the card

Lamination Mode: Passthrough
The ILM-DS will not laminate the card

Start Laminate:
Set laminator status to “laminate”

Release print job:
Starts a print job from your connected XID 93xx printer.

Laminator status:
Shows the current status of your ILM-DS. The following list shows all possible status options:
= Offline: ILM-DS is switched off or unplugged
Ready: ILM-DS is ready for a new job
Laminating: ILM-DS is in process to laminate a card
Error: ILM-DS has an error a detailed error description is shown next to the error status
In Heater Control Mode: ILM-DS is in Heater Control Mode (Standby mode)
Initializing: ILM-DS is in process to initialize
Preheating: ILM-DS is in process of preheating

XID 93xx Driver control — Printer/ILM-DS synchronization:
When the option “enable” is activated the printer and the ILM-DS are used as a united device.
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Printer wait time:
Sets the time in seconds how long it takes until the printer driver will show a “Time out” message if the ILM DS
Monitor does not react on a laminate command.

4 Print and lamination process

The application software spools every print job via normal Windows spooler. Then the dispatcher module of
the printer driver fetches this spool job, manages the print queue and performs a normal print operation.
Afterwards the ILM-DS starts the lamination process automatically as soon as a card is detected in the input
section. The ILM-DS Monitor Tool for XID 93xx printers monitors the status during the lamination operation
and sends status and error messages to the XID 93xx printer driver. In case of “busy” or “error” status in the
laminator the XID 93xx printer driver stops the card before passing the retransfer section of the printer. As
soon as the ILM-DS reports a ready status the XID 93xx printer driver continues with the retransfer process.

4.1 Specification

The ILM-DS Monitor Tool for XID 93xx Retransfer Printers is developed to do the ILM-DS configuration, job
processing, error handling and job synchronization via a standalone application/driver on the host PC.

4.2 Hardware scheme

ILM-DS with XID 93xx

D-sub 9pin
Connector

ii’ RS-232 --> USB

Converter
USB RS-232C
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