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7 Operating Environment N
This software runs on the following systems.
Microsoft® Windows® 7 32bit/64bit
Microsoft® Windows Vista™ 32bit
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7 Software License Agreement N
Users need to accept the terms and conditions of the software license
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License Agreement” at the back of the “XIDie Instruction Manual” (separate
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Notes about this manual
(1) All rights reserved. Unauthorized reproduction and use of this manual is strictly
prohibited.

(2) Details of this manual or printer specifications and appearance are subject to changes
without prior notice.

(3) llustrations used in this manual may differ slightly from the actual product.

(4) Microsoft and Windows are either registered trademarks or trademarks of Microsoft
Corporation in the United States and/or other countries. Microsoft® Windows® 7 operating
system, Microsoft® Windows Vista™ operating system, Microsoft® Windows® XP operating
system and Microsoft® Windows® 2000 operating system are represented as Windows® 7,
Windows Vista™, Windows® XP and Windows® 2000 respectively in this manual.

(5) Microsoft product screen shot(s) reprinted with permission from Microsoft Corporation.

(6) This product includes software developed by the OpenSSL Project for use in the OpenSSL
Toolkit. (http://www.openssl.org/)

This product includes cryptographic software written by Eric Young (eay@cryptsoft.com).

(2

This product includes software written by Tim Hudson (tjh@-cryptsoft.com).




Installer

Installer (Automatic Execution Program)

-—

Outline

Using the installer (automatic execution program)
enables you to install the printer software as well
as open the folder containing the electronic

manual easily.

The installer installs programs according to the
language settings of Windows®. To change the
language settings, make use of the Language

pull-down menu. (To be explained later)

Operating Environment

This software runs on the following systems.
e Microsoft® Windows® 7 32bit/64bit
e Microsoft® Windows Vista™ 32bit
e Microsoft® Windows® XP
32bit (Service Pack 2)
e Microsoft® Windows® 2000 Professional
32bit (Service Pack 4)

Caution
Login as a user with the administrator authority
(Administrators group), to install or delete the

software.

/

By AutcPlay Eli&

DD AW Drive (E)
k- XIDie

[ Ahways da this for safware and gares:

Install or run program

7] Aun SETUP.Exe
L‘ Publgher not spedied

General options

[ O folder tn view fies
el ugng W

Windows Explorer

Set AuntoPlay defeults in Contrel Pansl

Operating Procedure

Caution
Some of the figures in this manual may not
appear depending on the operating
environment of the PC. Skip the steps in this

case.

1. Do not connect the printer to the USB or
Ethernet (LAN), or turn on the power of the
printer until instruction asking you to do so

appears.

2. Start up Windows®, and set the CD-ROM
supplied in the PC.

3. The installer runs automatically on PCs that
plays back the CD-ROM drive automatically.
If the installer does not run automatically,
double-click “Setup.exe” in the CD-ROM

folder.

Fle Edt Wiew Favorites Tools Help th

Application ~

=)

SETUP.exe ha

4. When the “Autoplay” screen appears , click

the [Run SETUP.exe] button. Refer to

left-side screen. (Windows® 7 / Windows

Vista™)

5. When the “User Account Control” screen

appears, click the “Allow” button. (Windows®
7 / Windows Vista™)

6. The following screen appears.

&l




Installer (conta)

Card Printer

Welcome to XIDie Card Printer
Interface
(« LIS connection
< 2
" Ethernet connection
Action
(« |nstall
v Printer Driver
[v Status Monitor < 3
" Lninstall
[
- 4
1 > -
5 P Dpen the Docurment Folder Mext = Exit + 6
Step Description
1 Select the language to use from the pull-down menu.
(1) Selecting “Japanese” switches the program to the Japanese version.
(2) Selecting “English” switches the program to the English version.
2 Select the interface for connecting the printer.
(1) To connect the printer using USB, click “USB connection”.
(2) To connect the printer using Ethernet (LAN), click “Ethernet connection”.
3 Select a program action.
(1) To install the program, click “Install” and tick the “Printer Driver” and "Status
Monitor” boxes accordingly.
(2) To uninstall the program, click “Uninstall” and tick the “Printer Driver” and "Status
Monitor” boxes accordingly.
4 Start installation or uninstallation.

(1) For connection via USB, the printer driver (including the USB driver) is installed,
followed by the status monitor.

(2) For connection via Ethernet, the status monitor is installed before the printer driver.

(3) Uninstallation starts from the printer driver, followed by the status monitor.

(Cont'd)
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Installer (conta)

(Cont'd)
Step Description
5 Open the folder containing the electronic manual.
6 Exit the installer (automatic execution program).
Caution
The status monitor software can be used for printers using the USB or Ethernet
connection in common. Install the status monitor only once on each PC.
To continue using the status monitor after uninstalling the printer driver, update the
status monitor.
Application-Based Operation Guide
o Installer Options
Application Refer to
Interface Action
o ) ) Printer Driver P.6
Print via USB connection USB Connection Install
Status Monitor | P. 16
o _ ) Status Monitor [ P. 16
Print via Ethernet (LAN) connection Ethernet Connection Install
Printer Driver | P. 12
USB C ] | 0 Printer Driver P.6
Print via USB and Ethernet (LAN onnection nsta
] ) _( ) Status Monitor | P. 16
connections using the same printer
Ethernet Connection Install Printer Driver P.12
Print using a USB connection printer
with programs installed via a shared Share the network using features of Windows®. P.22
network
Moni h Eth LAN . .
omtor. t ? thernet  ( ) Ethernet Connection Install Status Monitor | P. 16
connection printer
. . . ®
Specify the printer's *Network Install the USB driver using features of Windows™. P. 18
Setting” and "Security Setting” via USB Connection Install Status Monitor | P. 16
USB Specify the printer settings using the status monitor P.31
Print after encryption using IP Sec Ethernet Connection Install Printer Driver | P. 12
Delete the USB connection printer USB Connection Uninstall Printer Driver | P. 26
Delete ] thg Ethernet (LAN) Ethernet Connection Uninstall Printer Driver | P. 28
connection printer
Delete the status monitor USB Connection Uninstall Status Monitor | P. 30




Installation

-—

Installing the Printer Driver via USB Connection

1. Do not connect the printer to the USB, or turn
on the power of the printer until instruction
asking you to do so appears on the installer.

Caution

You need to enable the USB hub before
connecting the printer via this hub.
Do not connect the printer to the USB hub until

it is enabled.

2. Start up Windows®, and set the CD-ROM
supplied into the PC.
Caution

Installing needs administrator authority.

3. If you are not using the “Setup.exe” automatic
execution program in the CD-ROM, start the
installer for the printer driver by double-
clicking the following file in the CD-ROM.

“English\USB_ Soft\install.exe”
Note
To use the “Setup.exe” automatic execution
program, refer to the chapter on “Installer
(Automatic Execution Program).” You can
start the installer for the printer driver using the

automatic execution program.

4. When the screen below appears, read
through the “Software License Agreement”.
If you agree to the terms and conditions of the
software license agreement, select [I agree]
and click the [Next] button.
If you do not agree, click the [Cancel] button

to stop the installation.

Installation of DIS XIDie USB printer X

Please read the following "'Software License Agreement. IF pou accept the "Software
License Agreement”, choose | agree, and click Mext to continue. 1f pou do not accept
it, click Cancel to close the installation,

Software License Agreement -~

The software covered by this document is the computer program developed by
Wictor Company of Japan, Limited , a Japanese company, for certain card printer
products ["Products”], and is composed of the "LISB Driver", “Status Monitor" and
"Printer Driver''. The foregoing software, including the attached documentation
such as it startup guide, instruction manual, ete. ["Documentation”), is refered to
as "this Software” hereafter,

The use of this Software is permitted only to pau, the customer recognized as an

“End User thereof, solely according to the terms and conditions provided in this
document. This document shall constitute a legal agreement between you and our
Campany ["this Agresment”] subject ta yaur acceptance of such tems and 2
@1 agree

O do not agree

5. When the following screen appears, check
the content, followed by clicking the [Next]

button.

‘wielcome to DIS ®IDie USE printer installation.

Please exit all \Windows applications that are running
and wait until all documents are printed befare mnning
this installation program

‘i ait until you are instructed to power on the printer and connect the USE cable to
the printer

Click Next to continue.

Caution
Exit all applications that are currently running.
If document printing is currently in progress,

wait for all the print jobs to complete.




Installation (conta)

6. When the following screen appears,

(1) select a [Printer model] using the table
below as reference,

(2) enter the [Printer name],

(3) select [Make this the default printer] if
necessary,

(4) and click the [Next] button.

Installation of DIS XiDie USB priner x

Printer made!:

D uz
DIS RIDie U3
DIS RIDie U4
DIS HIDie US v

Printer name:

D15 XIDie U1

[[] Make this the default printer.

Choose "DIS #1Die U1 for the first printer installed. For additional printers, choose
U2, U2 and so on. Click Mext to continue,

< Back ” Nest » 1[ Cancel

Printer Unit Printer Model | USB Device
No. Options Name

l . .

(Factory Setting) XIDie U1 XIDie U1
2 XIDie U2 XIDie U2
3 XIDie U3 XIDie U3
4 XIDie U4 XIDie U4
5 XIDie U5 XIDie U5
6 XIDie U6 XIDie U6
7 XIDie U7 XIDie U7

Caution

Select a printer model according to the printer
unit number. Installation may fail if the

combination is incorrect.

Note
Refer to the item on “Unit Number Setting
Mode” in the “XIDie Instruction Manual”
(separate booklet) for details on the printer unit

number.

7 . When the following screen appears,
(1) enter the [Share name] if you are sharing
the printer,

(2) and click the [Next] button.

Installation of DIS XIDie USB printer &

Piinter name,

DIS XIDie U1

Share name:

DIS XIDie

If pou want to share this printer, please provide a “Share name".

Click Next to continue.

< Back “ Mest > I[ Cancel

Note
Sharing of printers can also be set after

installation is complete.

8. When the following screen appears,
(1) select [XIDieU Port] from [Create a new
port],
(2) and click the [Next] button.
Installation of DIS XIDia USA printer x

() Use the existing pait:

Choose Create a new port with the name "% Die U-Port”.
Click Mext to continue.

< Back “ Mest > I[ Cancel

7




Installation (conta)

O. When the following screen appears, check
the printer’s installation information. Click

[Finish] to start installation.
Installation of DIS XIDie USB printer El

Prirter driver
Printer model: DIS <IDie U1
Printer name: D15 *IDie U1
Share name: D15 XIDie

New port
Poit monitor:  XIDie LI-Fort
Device driver: XIDie LI

FRieview installation settings. Click Back to change settings
Printer files wil be installed when you click the Finish buttan.

<Back [ Frish | [ Cancel

Note
To change the setting, click the [Back] button.

1.0. When the following screen appears, click
the [Continue Anyway] button.
(Windows® XP)

nstallation of XIDie USB printe

Software Installation

1 E The software you are installing has not passed “Windows Logo
= testing to verify its compatibility with Windows XP. [Tell me why
this testing is important.]

Continuing your installation of this software may impair
or destabilize the comrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Logo testing.

Continue Angway | [ STOP Installation |

‘ | cones |

When the following screen appears, click the

[Install] part. (Windows® 7 / Windows Vista™)

i@ Windows Security =

@J Windows can't verify the publisher of this driver software

9 Don't install this driver software
i Youshould check your manufacturer's website for updated driver software
for your device. i

2 Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer o steal
information.

F;’? See details

When the following screen appears, click the
[Install] button.
(Windows® 7 / Windows Vista™)

[+7] Windows Security &J

Would you like to install this device software?

Name: Victor Company of Japan,
o Publisher: Victor Company of Japan, Limited

[] Amways trust software from "Victor Company of | Don'tInstall |

Japan, Limited".

‘yb' You should only install driver software frem publishers you trust. How can [ decide which device
software is safe to install?

Note
When the above screen appears at any

procedure, click the [Install] button.

1.1.. When the following screen appears,
(1) connect the PC and the printer using the

USB cable,

(2) and turn on the power of the printer.

Installation continues after the printer is

detected.

Installation of DIS XIDie USB printer &‘

Cormect the USB cable to the printer and your
COmpLter,

Load supplies in the printer.

Power on the printer

‘when installation detects the printer, it will continue
automatically.

Cancel

Caution
If the connection is improper, the screens of

next pages do not appear as the printer will not
be detected.

Note
On Windows® 7 or Windows Vista™, the next

screen is No.17.
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1.2. When the following screen appears,
(1) select [No, not this time],
(2) and click the [Next] button.
(Windows® XP SP2 only)

Found New Hardware Wizard

Welcome to the Found New
Hardware Wizard
‘windaws will search for current and updated software by

looking on your computer, on the hardware installation D, a1 on
the Windows Update Web site (with pour permission]

Read our privacy policy

CanWindows connect to Windows Update to search for
software?

(O res, this time orly
(3es, now and gvery tme | connect a devics
(3 No, not this time

Click Newt to continue.

1. 3. When the following screen appears,
(1) select [Install the software automatically],
(2) and click the [Next] button.
(Windows® XP only)

Found New Hardware Wizard

This wizard helps vou install software for;

HIDie L1

(). IF your hardware came with an installation CD
B2 or Floppy disk. insert it now.

“What do you want the wizard to do?

@ Install the software automatically [Fecommended)
(O Install from a list or specific location [Sdvanced)

Click Mext ta continue.

< Back ” Neat » I[ Cancel ]

14. when the following screen appears, click
the [Continue Anyway] button.

(Windows® XP only)

L The software you are installing for this hardveare:
LY
H|Die L1

has not passed Windows Loga testing ta verify its compatibility

with ‘Windows P [Tell me why this testing is important.]

Continuing your installation of this software may impair
or destabilize the corect operation of your system
either inmediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

Continue Anyway ] [ STOP Installation

15. When the following screen appears, click
the [Finish] button. (Windows® XP only)

Found New Har dware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished installing the zoftware far.

%D ¥IDie L1

Click Finish to close the wizard.

1 6. When the following screen appears, click
the [Continue Anyway] button.

(Windows® XP)

(] ! The software you are installing has not passed Windows Logo
L testing to verify its compatibility with Windows 3P. [Tell me why
this testing is important.]

Continuing your installation of this software may impair
or destabilize the correct operation of your spstem
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Logo testing.

Continue Angway | [ STOF Inctalation |

When the following screen appears, click the
[Yes] button. (Windows® 2000)

Digital Signature Not Found = il

The Microsoft digital signature affims that software has
been tested with Windows and that the software has not
been altered since it was tested

The software pou are about to install does not contain a
Microsoft digital signature. Therefore, there is no
auarantes that this software works comectly with
Windows

Unknawn softvwars package

If you want to search for Microsoft digitally sighed
software, visit the Windows Update Web site at
hittp:# Awindowsupdate. microsoft. com to see if one is
available.

Do pou want to continue the installation?

Mo More Info




Installation (conta)

1 7. When the following screen appears,

(1) select the [Property] tab,

(2) select the printer that coincides with the
USB device name from the [Printer List]
by referring to Step 6,

(3) enter the port name in the [Port Name]
field,

(4) and click the [OK] button.

XIDie U-Port 2| x

Property I Version |

Port Marne:

Printer List:  [xiD580ie U1 ~|

oK Cancel

Caution
USB connection is improper if [No Device]
appears in the [Printer List] field. In this case,
complete the installation procedures, followed
by re-installing the printer driver.

Note
If [No Selection] appears in the [Printer List]
field, select an item that coincides with the unit
number of the printer that is currently being

installed from the pull-down menu.

1.8. When the following screen appears, click
the [Continue Anyway] button.
(Windows® XP)

Software Installation

] E The software pou are installing has not passed Windows Logo
L testing to verify its compatibility with ‘Windows XP. [Tell me why
this testing is important.]

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Logo testing.

Continue Angway | [ STOF Instaliation |

When the following screen appears, click the

[Install] part. (Windows® 7 / Windows Vista™)

I Windows Security =)

@J Windows can't verify the publisher of this driver software

< Don't install this driver software
You should check your manufacturer's website for updated driver software
for your device,

< Install this driver software anyway
Only install driver software obtained frem your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal
information.

.\}:. See details

When the following screen appears, click the
[Yes] button. (Windows® 2000)

Digital Signature Not Found x|

The Microsoft digital signature affims that software has
been tested with Windows and that the software has not
been altered since it was tested

The software pou are about to install does not contain a
Microsoft digital signature. Therefore, there is no
auarantes that this software works comectly with
Windows

Unknown software package
If you want to search for Microsoft digitally sighed
software, visit the Windows Update Web site at
hittp:# Awindowsupdate. microsoft. com to see if one is
available.

Do pou want to continue the installation?

Mo More Info

1.9. When the following screen appears, click
the [Finish] button to exit the program.

Installation of DIS XIDie USB printer &‘

Printer installation is complats

Click Finish to close the installation program,

10




Installation (conta)

20. Open [Printers] in the [Control Panel], and
check that the printer has been added.

Windows® 7
ey Herd ¢ Drwsor and Printery = | iy 2
Aukd  devce Add a printas = = ]
Ir_.
=
OIS ®IDie U1 2
Windows Vista" Windows® XP
:‘@ " Printess and Faxes fE:|
o .
vu |u£.'1 <« Printers - |Ju’, ‘ [
By Organize - Vi Views q
Name‘ Documents Status »
oy DIS XIDie 1
% .;sa'_i-

Installation of the printer driver is complete.

Caution
To delete a printer, do so using [Delete printer

driver] after restarting Windows®.
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Installing the Printer Driver via Ethernet (LAN) Connection

1. Follow the procedure below to set up the
printer.

(1) Do not connect the printer to the USB or
Ethernet (LAN).

(2) Turn off the power of the printer, and
specify settings such as the IP address.

(3) Turn off the power of the printer.

(4) Connect the PC and printer using a LAN
cable, followed by turning on the power of
the printer.

Caution
You need to enable the LAN hub before
connecting the printer via this hub.

Note

Refer to the item on “Network Settings” in the
“XIDie Instruction Manual’ (separate booklet)
for details such as the printer’s IP address.

2. Start up Windows®, and set the CD-ROM
supplied into the PC.
Caution

Installing needs administrator authority.

3. If you are not using the “Setup.exe” automatic
execution program in the CD-ROM, start the
installer for the printer driver by double-
clicking the following file in the CD-ROM.

“English\LAN_Soft\install.exe”

Note
To use the “Setup.exe” automatic execution
program, refer to the chapter on “Installer
(Automatic Execution Program).” You can
start the installer for the printer driver using the
automatic execution program.

4. When the screen below appears, read through
the “Software License Agreement”.
If you agree to the terms and conditions of the
software license agreement, select [I agree]
and click the [Next] button.
If you do not agree, click the [Cancel] button

to stop the installation.

Installation of DIS XIDie Ethernet printer E

Please read the following "'Software License Agreement'’. I pou accept the ''Software
License Agreement”, choose | agree, and click Mext to continue. 1f pou da not accept
it. click Cancel to close the installation,

Software License Agreement -~

The software covered by this document is the computer program developed by
Wictor Company of Japan, Limited . a Japanese company, for certain card printer
products ["Products™), and is composed of the "USE Driver”, "Status Monitor'' and
"Printer Driver”. The foregoing softwars, including the attached documentation
suich ag its startup guide, instruction manual, etc. ['Documentation™), is refered to
as "this Software'" hereafter,

The use of this Software is permitted only to you, the customer recagnized as an
“End User" therenf, solely according to the terms and conditions provided in this

document. This document shall constitute a Iegal agieement between you and our
Company ["this Agreement'| sublect to your acceptance of such terms and 2

@1 agree

(I do not agree

5. When the following screen appears, check
the content, followed by clicking the [Next]

button.

i ‘Welcome to DIS XIDie Ethernet printer installation

Please exit all Windows applications thal are running
and wat unti all documents are printed before running
this Irstallation pragrarm

Connect the ethernet cable to the printer and your computer. Load supplies in the
printer. Power on the printer.

Click Mext ta continue.

Caution

Exit all applications that are currently running.
If document printing is currently in progress,
wait for all the print jobs to complete.
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6. When the following screen appears,
(1) select a [Printer model],
(2) enter the [Printer name],
(3) select [Make this the default printer] if
necessary,
(4) and click the [Next] button.
Installation of DIS XiDie Fthernet printer ®

PFrinter model:

Printer name:

|DIS HDie LAN

[ Make this the default printer

Flease provide a "Printer Mame'"!
Click Next to continue.

<Back | Mew> | [ Cancel

7 . When the following screen appears,
(1) enter the [Share name] if you are sharing
the printer,

(2) and click the [Next] button.

Installation of DIS XIDie Ethernet printer &

Piinter name:

DIS XDie LAN |

Share name:

IF pau want to share this printer, please provide a "Share name’.
Click Next to continue.

< Back ][ Neat » ][ Cancel

Note
Sharing of printers can also be set after

installation is complete.

8. When the following screen appears,
(1) select [XIDieN Port] from [Create a new
port],
(2) and click the [Next] button.
Installation of DIS XIDie Ethernet printer X

() Use the existing port

COM1 ~
COMZ 3
COM3
COm4:
FILE: v

(%) Create a new port:

Choose Create a new part with the name 2| Die N-Part”
Click Next to continue.

< Back H Nest » ][ Cancel

O. When the following screen appears, check
the printer’s installation information. Click
[Finish] to start installation.

Installation of DIS XIDie Ethernet printer &

Frinter driver
Prirter model: DIS %IDie LAN
Printer name: D15 #IDie LAN
Share name:  DIS ¥IDie

Mew port
Port manitor: ¥IDie M-Part

Review installation settings. Click Back to change settings.
Printer files will be installed when you click the Finish button.

< Back H Finish ][ Cancel

Note
To change the setting, click the [Back] button.

13
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1. 0. When the following screen appears, click
the [Continue Anyway] button.
(Windows® XP only)

stallation of XIDie USE printe

Software Installation

1 E The software you are installing has not passed “Windows Logo
= testing to verify its compatibility with Windows XP. [Tell me why
this testing is important.]

Continuing your installation of this software may impair
or destabilize the comrect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Logo testing.

Continue Angway | [ STOP Installation |

| ot | cemd |

11-15.

Installation is performed automatically.

When the following screen appears, click the
[Install] button.
(Windows® 7 / Windows Vista™)

[>7] Windows Security l&]

Would you like to install this device software?

Name: Victor Company of Japan,
o Publisher: Victor Company of Japan, Limited

[Z] Always trust software from "Victor Company of |_Don'tinstall |

Japan, Limited".

';L" You should enly install driver software from publishers you trust. How can [ decide which device
software is safe to install?

Note
When the above screen appears at any

procedure, click the [Install] button.

1 6. When the following screen appears, click
[Unblock].(Windows® XP SP2)

%= Windows Security Alert fg\

‘% To help protect your computer. Windows Firewall has blocked
some features of this program.

Do you want to keep blocking this program?

Name: Spooler SubSystem App

Publisher: Mictassft Corporation

Keep Blacking ] l Unblock ] [ sk Me Later

“Windows Firewall has blocked this program from accepting connections from the
Intemet or  netwark. |F you recogize the program or trust the publisher, you can
unblack it When should | unblock & program?

(Windows® 7 / Windows Vista™)

-
ﬂ ‘Windows Security Alert @

@ Windows Firewall has blocked some features of this program

Windows Firewall has blocked this program from accenting incoming network connections. If you
unblock this program, it wil be unblocked on all private netwarks that you connect to. ¥Vh;
e risks of unblocking 3 programi

g Mame: Card Printer Driver Installer

=’ publisher: Victor Company of Japan, Limited
Path: E:'englishVan_vs32\install. exe
MNetwork location: Private network

What are network locations?

[ Keep blocking ] [ Unblock

1 7. When the following screen appears,
(1) select the [Property] tab,
(2) select a printer from the [Printer List],
(3) enter the port name in the [Port Name]
field,
(4) and click the [OK] button.

XIDie N-Port BE

Property 1 Wersion |

Port Mame:

Printer List: PRINTERO1 [182.165.2 39] j

Find...

oK Cancel

Caution
Ethernet (LAN) connection is not established or
the printer setting is incorrect if [No Device]
appears in the [Printer List] field.
In the occasion when the printer that is currently
being installed is not found even after clicking
the [Find] button, complete the installation
procedures, followed by re-installing the printer
driver.

Note
If [No Selection] appears in the [Printer List]
field, select an item that coincides with the IP
address of the printer that is currently being

installed from the pull-down menu.
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Installation (conta)

1.8. When the following screen appears, click
the [Continue Anyway] button.
(Windows® XP)

Software Installation

(] 5 The software pou are installing has not passed Windows Logo
L testing to verify its compatibility with ‘Windows XP. [Tell me why
this testing is important.]

Continuing your installation of this software may impair
or destabilize the correct operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the software vendor for software that has
passed Windows Logo testing.

[ Continue Angway | [ETOF Instalistion |

When the following screen appears, click the

[Install] part. (Windows® 7 / Windows Vista™)

= 1
i@ Windows Security ==

@J Windows can't verify the publisher of this driver software

% Don'tinstall this driver software
You should check your manufacturer's website for updated driver software
for your device.

2 Install this driver software anyway
Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer o steal
information.

F;’? See details

When the following screen appears, click the

[Yes] button. (Windows® 2000)

Digital Signature Not Found x|

The Microsoft digital signature affirms that software has
been tested with Windows and that the software has not
been altered since it was tested.

The software you are about to install does nat contain a
Microsoft digital signature. Therefare, there is no
guarantes that this software works corectly with
Wfindows.

Unknown saftware package

IF pou want to search for Microsoft digitally signed
software, wisit the Windows Update Web site at
hittp: /Awindowsupdate. microsoft. com to ses if one is
available.

Do you want to continue the installation?

Mo More Info

19. When the following screen appears, click
the [Finish] button to exit the program.

Installation of DIS XIDie Ethernet printer &‘

Printer installation is complete:

Click Finish to close the installation program,

20. Open [Printers and Faxes] in the [Control
Panel], and check that the printer has been

added.

Windows® 7

o)
ey~ Hard . ¢ Dewicn snd Prantery = | ug =
Add s deace Add & prirgsr - - 1)

D15 xIDie LAMN

Windows Vista™ Windows® XP

= |E|@ Fia Gk ven Favoros *

- =

‘- |\ < Printers it | 4 ]
ASTAT

@ e

Name Documents Status »

» DIS *¥IDie LAN

Installation of the printer driver is complete.

Caution
To delete a printer, do so using [Delete printer

driver] after restarting Windows®.
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Installation (conta)

Installing the Status Monitor

1. Start up Windows®, and set the CD-ROM
supplied into the PC.
Caution

Installing needs administrator authority.

2. If you are not using the “Setup.exe” automatic
execution program in the CD-ROM, start the
installer for the status monitor by double-
clicking the following file in the CD-ROM.
“English\Software\STT_MON\install.exe”

P oFile Ede > 4

C ek -

Note
To use the “Setup.exe” automatic execution
program, refer to the chapter on “Installer
(Automatic Execution Program).” You can
start the installer for the status monitor using the

automatic execution program.

3. When the following screen appears,
(1) specify the destination to install the status

monitor,

(2) and click the [Next] button.

Assign a destination folder for XIDie Status Monitor

Browse..

Caution: Clase all applications before installtion.

5 Then, press =MNext= button.

Next > Cancel

4. When the following screen appears,
(1) select [Register for start menu],
(2) and click the [Next] button.

Installation starts.

Installation of XIDie Status Monitor @
¥ Registerfor start eny. | [EERETREESIEREE TERMTINT

[~ Make a shorfcut icon on deskiop.

&

<Back Newt > Cancel |

5. When the following screen appears, click the

[Finish] button.

Installation succeeded. Press <Finish=for completion.

g Use =Uninstall= in the menu for the uninstallation

Finish

6. When the following screen appears, click the

[OK] button to exit the installer.

XIDvie Status Monitor @

\14) Installation has besn completed,

(16




Installation (conta)

After installation is complete, you can start the

“XIDie Status Monitor” from All user’s Start menu.

@, Set Program Access and Defaults
w Windows Catalog

‘ﬁ ‘windows Update

) Accessories

(@) startup

1% ponments ¥ ) Micrasof Office

() x1pa300
E» Settings »

Search 3

B Uninstal

|| ¥IDie Status Monitor

| Help and Support

Run..

Log Off adrin. ..

Windows XP Professional

Turn OFF Camputer. ..

Caution

The following error may occur when the status
monitor is started up on Windows® 7 or Windows
Vista™.

iDie Status Montor =

I-" =~ "‘ There is no authority to update printer setting infermation. Is it all right
W' :zlthough it is only displayed?

Cause: The status monitor cannot run because
it is an unidentified program by Windows®.
Action: Choose the “Run as administrator”, and
the status monitor runs by an user within
administrator authority. After that, this error
does not occur because it becomes identified

program by Windows®.

-5& Smipping Toel o

: % Run as administrator
| Coleutetor

Pin to Taskhar
il WS Viewer Pin to Start Menu

$3 Windows Fax Rernove from this list

Properties
' MIDie Status h._..w—

Caution
On Windows® 7 or Windows Vista™; even if an
user logged on with the administrator account,
the status monitor may be run by an user

without administrator authority.
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Installation (conta)

Installing the USB Driver

~ Important

connection.

\_

The USB driver is also installed while you are installing the printer driver via USB

Install the USB driver additionally only when you want to set items other than the

[Printer Name] on the [Printer Select] screen of the status monitor.

\

1. Do not connect the printer to the USB, or turn
on the power of the printer until instruction
asking you to do so appears.

Caution

You need to enable the USB hub before

connecting the printer via this hub.

2.

3.

Do not connect the printer to the USB hub until

it is enabled.

Start up Windows®.

Set the CD-ROM supplied into the PC.

(On Windows® 7, Windows® XP or Windows®
2000.)

(On Windows Vista™, do not set the CD-ROM

at this time.)

Caution

Installing needs administrator authority.

Note

The “Setup.exe” automatic execution program

in the CD-ROM is not used.

[Exit] this

program.

For details on the “Setup.exe” automatic

execution program, refer to the chapter on

“Installer (Automatic Execution Program).”

4. Connect the PC and printer using a USB

cable, followed by turning on the power of the
printer.

On Windows Vista™, Windows® XP or
Windows® 2000, the printer is automatically
detected by the PC.

On Windows® 7, the printer is not
automatically detected by the PC. Install the
“Card Printer” manually from the “Devices

and Printers”.

. Follow the steps on Windows® XP, Windows

Vista™ or Windows® 2000 to install the USB

driver.

(1)




Installation (conta)

Windows® XP

1. When the following screen appears,
(1) select [No, not this time],
(2) and click the [Next] button.
(Windows® XP SP2 only)

Hardware Update Wizard

Welcome to the Hardware Update
Wizard

‘Windows will search for current and updated software by
looking on your computer, on the hardware installation CD, or on
the Windows Update Web site (with pour permission]

Read ow privacy policy

Can Windows connect to Windows Update to search for
software?

() Yes, this time only
() es, now and every time | cannect a device
(@ Mo, rick this time:

Click Mext ta continue.

Caution
If the connection is improper, this screen does

not appear as the printer will not be detected.

2. When the following screen appears,
(1) select [Install the software automatically],
(2) and click the [Next] button.

Hardware Update Wizard

This wizard helps vou install software for:

Card Printer

(). IF your hardwate cams with an installation CD
S8 o Floppy disk. insert it now.

‘what do you want the wizard to do?

() Install the software automatically (Fecommended)
(2 Install from a st or specific location [Advanced]

Click Next ta continue.

<Back [ MNew> | [ Cancel

3. When the following screen appears, click the
[Continue Anyway] button.

Hardware Installation

[} The softveare you are installing for this hardware:
e
H|Die L1

has not passed Windows Logo testing to verify its compatibiity

with ‘windows ¥P. [Tell me why this testing is important.)

Continuing your installation of this software may impair
or destabilize the comect operation of your system
either inmediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Laga testing.

Cantinug Anyveay ] I STOF Installation

4. When the following screen appears, click the
[Finish] button.

Found New Har dware Wizard

Completing the Found New
Hardware Wizard

The wizard has finished instaling the software for:

%B HIDie L1

Click Finish to clase the wizard

Installation of the USB driver is complete.
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Installation (conta)

Windows VistaT'V' 4. When the following screen appears, set the
CD-ROM supplied into the PC.

===
Q L Found New Herdware - Card Printer
1 - When the fOIIOWIng screen appears! C“Ck the Insert the disc that came with your Card Printer
¥ you have the disc that came with your device, insert it now. Windows will autamatically
[Install] part. e i o v s
=] Found New Hardware =) \\(’_
Windows needs to install driver software for your Card
Printer
® Locate and install driver software (recommended) # Idon't have the disc. Show me other options.
Windows will guide you through the process of installing driver software
for your device.
¥ Ask me again later iamesl
Windows will ask again the next time you plug in your device or log on.
@ Don't show this message again for this device
Your device will not function until you install driver software.
5. When the following screen appears, click the

L [Install] part.

I Windows Security =)
H ) Windows can't verify the publisher of this driver software
Caution ® e "

If the connection is improper, this screen does D Dot el thre driver software

Vou should check your manufacturer's website for updated driver software

not appear as the printer will not be detected. for your device.

< Install this driver software anyway

Only install driver software obtained from your manufacturer's website or
disc. Unsigned software from other sources may harm your computer or steal

2 . When the "USE‘I’ Account Controln screen . information.
() See details
appears, click the [Continue] button. -

3. When the following screen appears, click the 6. When the following screen appears, click the
[Don't search online] part. [Close] button.

G Found New Hardware - Card Printer W d Found New Hardware.

Allow Windows to search online for driver software for your Card Printer? The software for this device has been successtully installed

+ Yes, glways search online [recommended)
Viind autornat o v Lakest dervers and apglicatiors for yous hardware and
downlcad them to your computer,

Windows has finiched installing the driver software for this device

15 104 UL

+ Yes, search online this time only
Windows will search for the latest drivers and applications for this device and download them to
your cemputes.

+ Don't search online

Wour device may not function properly until you get the lstest software,

Cancel L

Installation of the USB driver is complete.
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Installation (conta)

Windows® 2000

1. When the following screen appears, click the
[Next] button.

Found New Hardware Wizard

Welcome to the Found New
Hardware Vizard

This wizard helps you install a device driver for a
hardware device

To continue, click Nest.

< Back I exis | Cancel

Caution
If the connection is improper, this screen does

not appear as the printer will not be detected.

2. When the following screen appears,
(1) select [Search for a suitable driver for my
device],
(2) and click the [Next] button.

Found New Hardware Wizard

Install Hardware Device Drivers N
A& device driver it a software program that enables a hardware device to work with
an operating system.

This wizard will complete the installation for this device:

@ Card Printer

A device driver is 5 software program that makes a hardware device wark. Windows
needs driver files for your new device. To locate driver files and complete the
installation click Mext

‘What do you want the wizard to do?
@ Saarch for a suitable driver for my devics (recommended)

" Display a list of the known drivers for this device so that | can choose a specific
driver

< Back I Texis | Cancel

3. When the following screen appears,
(1) select [CD-ROM drives],
(2) and click the [Next] button.

Found New Hardware Wizard

Locate Driver Files Tt
‘Where do you want Windows to search for driver files?

Search for driver files for the following hardware device:

@ Card Prinker

The wizard searches for suitable diivers in it diver database on pour computer and in
any of the following optional search locations that you specify.

To start the s=arch, click Next. If you are searching on a floppy disk or CD-ROM drive,
inzert the floppy disk or CO befiore clicking Next,
Optional search locations:

™ Floppy disk drives

[V CO-ROM diives

™ Specity 3 location

™ Microsoft Windows Update

< Back I ewt > I Cancel

4. When the following screen appears, click the
[Next] button.

Found New Hardware Wizard

Driver Files Search Results et
The wizard has finizhed searching for driver files for your hardware device.

The wizard found & driver for the following device:

@ Card Prirtter

Windaws found a driver for this device. To install the driver Windows found, click Mext

@ rhcommontsoftwareck_porthpdrlBud inf

< Back | Nedts | Cancel

5. When the following screen appears, click the

[Finish] button.

Completing the Found New
Hardware Wizard

_\> DIS XIDie L1

“windows has finished installing the software for this device.

Tuo close this wizard, click Finish.

<Back | Finish Carel

Installation of the USB driver is complete.
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Installing the Printer Driver: Shared Network

Windows® 2000 / Windows® XP

1. Check to ensure that you can access the PC
to which the printer is connected. Check

also to ensure that the printer can be shared.

2. Open [Control Panel] in [My Computer],
followed by double-clicking [Printers and

Faxes].

& Control Panel

File Edt View Favorites Tools Help

|ﬁ,.- Control Panel ® =
Prinkers and
[@ Switch t Category View Faxes

3. When the following screen appears, click
[Add Printer] under the [File] menu.

*® Printers and Faxes

M Edit  View Favorites Tools Help
Server Properties
Sef Up Faxing

4. When the following screen appears, click the
[Next] button.

Add Printer Wizard

Welcome to the Add Printer
Wizard

This wizard helps you install a printer or make printer
connections

L? IF you have 5 Plug and Play printer that connects
_1‘) through a USE port (or any other hot pluggabls
port, such as |EEE 1294, infrared, and o on], you
do not need to use this wizard. Click Cancel to
close the wizard, and then plug the printer's cable
inta vour computer o paint the printer baward your
computer's infrared port, and tum the printer o,
windows will automatically install the printer for you,

To continue, click Next

5. When the following screen appears,
(1) select [A network printer, or a printer
attached to another computer],
(2) and click the [Next] button.

Add Printer Wizard
Local or Network Printer Y,
The wizard nesds ta know which type of printer 1o sl up. v

Select the option that describes the printer you want to use:

(O Local printer attached to this computer

() & rigtwork printer, or a printer attached to another computer

D To setup a network printer that is ot attached to a print sereer,
oI .) el e et o

<Back [ Mew> | [ Cancel

6. When the following screen appears,
(1) select [Browse for a printer],
(2) and click the [Next] button.

Add Printer Wizard
Specify a Printer -
1F you don't know the name or address of the printer, you can search for a printer v
that mests your needs.

“what priniter do pou want to connect to?
(2 Browse for a printer
(O Connect to this printer [or to browse for a printer, selact this option and click Next)
Narme:
Example: “\serveryprinter
(O Connect to a printer on the Intemet or on & home or office network
URL:

Example: hitp: //server/printers/myprinter/. printer

<Back | Mew> | [ Cancel
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Installation (conta)

7 . When the following screen appears,
(1) select a printer from [Shared printers],
(2) and click the [Next] button.

Add Printer Wizard

Browse for Printer O
When the list of printers appears, soleot the one you want to use Q”

Prirter: |DIS ¥IDie LN

Shared printers:
& Microsoft Windows Network,

Frinter information
Comment:
Status: Ready Documents waiting: 1]

<Back [ Mew> | [ Cancel

8. When the following screen appears, click the
[Yes] button.

Connect to Printer

f\  You e sbouk o conrec to & rnker o PC1, i vl utomaticaly rstal ik eiver on your mcine, Prner
I\ dwes that .+ R g ik the

o o
‘sharing this printer &5 trustworthy. Woukd you e b contnue?

= W

O. When the following screen appears,
(1) select [Yes] if necessary,
(2) and click the [Next] button.

Add Printer Wizard
Default Printer _
Your computer will always send documents to the default printer unless you specify v
athervise.

Do you want to use this printer as the default printer?
@ Yes
Ohe

1.0. When the following screen appears, click
the [Finish] button.

Add Printer Wizard

Completing the Add Printer
Wizard

*fou have successfully completed the Add Printer Wizard,
You specified the fallowing printer settings:

Narme: DIS *Die U1
Defailt Yes
Location:

Camment:

Ta close this wizard, click Fiish

1.1.. When the following screen appears, check
to ensure that the shared printer is displayed.

& Printers and Faxes

Eile Edit Yiew Favorites Tools  Help

Printer Tasks ®) 5 fj-_ =

[E] Add a printer DIS XIDie U1
&5 et up Faxing

~

See Also S
[3) Troubleshoot printing
@) Get help with printing

Network sharing of the printer driver is complete.

Caution
When the access authority of the computer is
not proper, the printer may be unable to print,
even if installation of the printer driver is
completed by the shared network.
Please make the access authority properly
according to the instructions of the network

administrator.

23




Installation (conta)

Windows® 7 / Windows Vista™

1. Check to ensure that you can access the PC
to which the printer is connected. Check

also to ensure that the printer can be shared.

2. Open [Control Panel], and double-click the
[Printers].

3. When the following screen appears, click the
[Add a printer] in the tool bar.

E<)
@Qv‘w’\ < Printers [ 42| searcn

Name Documents Status »

=
Fax Microsoft XPS
Document Writer

4. When the following screen appears, click the
[Add a network,] part.

) =0 Add Printer

Choose a local or network printer

' Add a local printer
Use this option anly if you don't have a USE printer. (Windows automatically
installs USB printers when you plug them in.}

= Add a network, wireless or Bluetooth printer
Make sure that your computer is connected to the network, or that your Bluetooth
or wireless printer is turned on.

e

5. When the following screen appears,
(1) select a printer,
(2) and click the [Next] button.

@ = Add Printer
Searching for available printers...
Printer Name Address
i3 DI5 XiDie on DISO. Y\DISONDIS XIDie
| Stop |
= The printer that Iwant isn't listed
[ Next | [ cancel

6. When the following screen appears, click the
[Install driver] button.

Printers =]

i To use the shared printer \WPC\XIDie , you need to install

— the printer driver on your computer. If you do not recognize or
trust the name and location of the printer, do not install the
driver.

[@instali driver | [ Cancel |

7 . When the “User Account Control” screen

appears, click the [Continue] button.
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8. When the following screen appears,
(1) select the [Set as the default printer] if
necessary,
(2) and click the [Next] button.

.
Share the selected items with other B
people on the network,

You've successfully added DIS XIDie UL

(o) = Add Printer

Printer name: IDIS XIDie U]

This printer has been installed with the DIS XIDie U1 driver,

O. When the following screen appears, click the
[Finish] button.

You've successfully added DIS XIDie Ul

[¥7] Set as the default printer

To check if your printer is working properly, or to see troubleshosting information for the printer, print
test page.

Print a test page

1.0. When the following screen appears, check

to ensure that the shared printer is displayed.

Network sharing of the printer driver is complete.

Caution

When the access authority of the computer is
not proper, the printer may be unable to print,
even if installation of the printer driver is
completed by the shared network.

Please make the access authority properly
according to the instructions of the network

administrator.
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Uninstallation

-—

Deleting the Printer Driver via USB Connection

1. Connect the PC and printer using a USB
cable, followed by turning on the power of the
printer.

Caution

Check to ensure that the USB connection
printer is recognized on the PC. You will not
be able to delete the USB driver properly if the

USB connection is not recognized.

2. Start up Windows®, and set the CD-ROM
supplied into the PC.
Caution

Deleting needs administrator authority.

3. If you are not using the “Setup.exe” automatic
execution program in the CD-ROM, start the
uninstaller for the printer driver by double-
clicking the following file in the CD-ROM.

“English\USB_ Soft\uninstall.exe”
Note
To use the “Setup.exe” automatic execution
program, refer to the chapter on “Installer
(Automatic Execution Program).” You can
start the uninstaller for the printer driver using

the automatic execution program.

4. When the following screen appears, click the
[Next] button.

Delete the DIS XIDie USB printer 3]

¢ Are pou sure pou want b remove DIS ¥Die LSE
printer?

Please exit all Windows applications that are nnning
and wait untl &l documents are printed before running
this uninstall pragram.

Click Next to continue.

Caution
Exit all applications that are currently running.
If document printing is currently in progress,

wait for all the print jobs to complete.

5. When the following screen appears,
(1) select a printer from [Printer model],
(2) and click the [Next] button.

Delete the DIS XIDie USB printer 3]

g Printer model:

Frinter name;

Choose the printer from the Frinter Model st
Click Next to continue.

[ ¢Back | New> | [ Cancel |
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Uninstallation

6. When the following screen appears, check
the printer information. Click the [Finish]

button to start deletion of the printer.

Delete the DIS XIDie USB printer 3

Brinter v
Printer madek: DIS ¥IDie U1

Port monitor
Port monitar: — RIDie U-Port
Port name:  RID5&0iU1

Werify information about this printer. Click Back to change the printer.
Click Finish to delete files for the printer

<Back | Finish | [ Cancel

Caution
Delete the USB connection printer driver for
each unit number accordingly using the
uninstaller.

Note
To change a printer, click the [Back] button.

7 . When the following screen appears, click the
[Finish] button to exit the program.

Delete the DIS XIDie USB printer 3]

i The printer driver is being deleted

Cancel

Deletion of the printer driver is complete.

Caution
To re-install the printer driver, do so using

[Install printer driver] after restarting Windows®.

Updating the Printer Driver via USB Connection

Delete and re-install the printer driver (USB and Ethernet connection).

For procedures to do so, refer to “Installing the Printer Driver” and “Deleting the

Printer Driver”.
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Uninstallation

Deleting the Printer Driver via Ethernet (LAN) Connection

1. Connect the PC and printer using a LAN
cable, followed by turning on the power of the
printer.

Caution

Do not connect the USB cable to the printer.

2. Start up Windows®, and set the CD-ROM
supplied into the PC.
Caution

Deleting needs administrator authority.

3. If you are not using the “Setup.exe” automatic
execution program in the CD-ROM, start the
uninstaller for the printer driver by double-
clicking the following file in the CD-ROM.

“English\LAN_Soft\uninstall.exe”
Note
To use the “Setup.exe” automatic execution
program, refer to the chapter on “Installer
(Automatic Execution Program).” You can
start the uninstaller for the printer driver using

the automatic execution program.

4. When the following screen appears, click the
[Next] button.

Delete the DIS XIDie Ethernet printer @

At pou sure pau want b remove DIS ¥IDie Ethemet
printer?

Please exit all Windows applications that are nnning
and wait untl &l documents are printed before running
this uninstall pragram.

Click Next to continue.

Caution
Exit all applications that are currently running.
If document printing is currently in progress,

wait for all the print jobs to complete.

5. When the following screen appears,
(1) select a printer from [Printer model],
(2) and click the [Next] button.

Delete the DIS XIDie Ethernet printer @

Printer modsl:

Printer name.

DIS KIDie LAN
DIS ¥IDie L1

Choose the printer from the Printer Model list
Click Next to continue.

<Back || Newt> | [ Cancel
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6. When the following screen appears, check 7 . When the following screen appears, click the
the printer information. Click the [Finish] [Finish] button to exit the program.
button to start deletion of the printer.

Brinter v
Printer madel: - DI5 ®ID0ie LAN
Printer name:  DIS XIDie LAN
DIS XIDie N

Fort monitor
Port maritor: ¥IDie N-Port
Partname:  XIDie LAN
HIDielLAN

Werify information about this printer. Click Back to change the printer.
Click Finish to delete files for the printer

Back J[_Fish_] [ Coresl
Caution Deletion of the printer driver is complete.
In the case where multiple Ethernet (LAN)
printer drivers are installed, the uninstaller Caution
deletes all of these printer drivers. To re-install the printer driver, do so using
Note [Install printer driver] after restarting Windows®.

To change a printer, click the [Back] button.

Updating the Printer Driver via Ethernet (LAN) Connection

Delete and re-install the printer driver (Ethernet and USB connection).
For procedures to do so, refer to “Installing the Printer Driver” and “Deleting the

Printer Driver”.
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Uninstallation

Deleting the Status Monitor

1. Exit the XIDie status monitor.
Caution

Deleting needs administrator authority.

2. Execute [Uninstalll] under [XIDie Status
Monitor] of the Start menu.

v P

|- D Stabs Moritee

Note
If “Register for start menu” is not selected
during installation of the status monitor, delete
using “Add/Delete Programs” in “Control Panel”.
Note
To use the “Setup.exe” automatic execution
program, refer to the chapter on “Installer
(Automatic Execution Program).” You can
start the uninstaller for the status monitor using

the automatic execution program.

3. When the following screen appears, click the
[OK] button to start uninstallation.

XIDje Status Monitor

\14) IDie Status Monitor wil be uninstalled.

4. When the following screen appears, click the
[Finish] button to exit the program.

Uninstallation of XIDie Status Monitor,

¥Die Status Monitar has been successfully
uninstalled

®

Deletion of the status monitor is complete.

Updating the Status Monitor

Delete and re-install the status monitor.

For procedures to do so, refer to “Installing the Status Monitor” and “Deleting the

Status Monitor”.

£




IP Sec Setug

The following chart illustrates the setting flow before starting IP Sec at the printer.

(1) Request for PC1
Certificate

(9) IP Sec Communication

N

(2) Issuance of
Certificate

(1) Request for PC2
Certificate

(9) IP Sec Communication

Certification

Authority (2) Issuance of \
Certificate Printer

(3) Request for
Certificate

(7) Download

iPrinterU] pt;

(4) Issuance of
Certificate

(8) Download Lo
>

[Certificate Authentication]
(1) Request the “PC Certificate” to the certification authority.

(2) The “PC Certificate” and “Certification Authority Certificate” are
issued by the certification authority. Install these on the PC. Consult the network

(3) Request the “Printer Certificate” to the certification authority. administrator.

(4) The “Printer Certificate” and “Certification Authority Certificate” are
issued by the certification authority. Install these on the PC. J

(5) Export the “Printer Certificate” and save it in a file.
(6) Export the “Certification Authority Certificate” and save it in a file.
(7) Connect the printer via USB, and download the “Printer Certificate” using the status monitor.

(8) Connect the printer via USB, and download the “Certification Authority Certificate” using the
status monitor.

(9) Connect the printer via the network (Ethernet) and enable IP Sec (IP Security) on the PC to start
IP Sec communication.

[Preshared Key Authentication]
e Connect the printer via USB, and download the “Preshared Key File” using the status monitor.

(9) Connect the printer via the network (Ethernet) and enable IP Sec (IP Security) on the PC to start

IP Sec communication.




IP Sec Setup (conta)

Preshared Key File

Caution
Operate IP Sec (IP Security) on Windows® by
following the instructions of the network
administrator for the location where the printer

is installed.

1. Start “IP Security Policy Management” under
the MMC (Management Console).

2.0pen the “Edit Authentication Method
Properties” of the policy for which the
preshared key is to be used.

Edit Authentication Method Properties E]@

Authentication Wethod |

The authentication method specifies how tust is established
between the compulers.

" Active Directory default (Kerberos V5 protocal)

(" Lse a cerificate from this certification authority [CA)

[Gon

& Use this sting [preshared keyl:

BBC_DEF-GHI

Cancel

3. Make use of applications such as Windows®

“Notepad” to create a preshared key string,

and save it as a file with the extension “.key”.

B Preshared.key.txt - Motepad E]@E]

Ble Edit Format Wew Help
ABC_DEF—GHT

4. After saving, this file will be downloaded as
the “Preshared Key File” when setting
“Preshared Key Authentication” using the

status monitor.

Caution
ASCII characters that can be used for the
preshared key of the printer are as follows.

The maximum length is 255 characters.

2x | 3x | 4x | Bx | 6x | 7x
0 O|l@|P p
1 1[A|Q|a|q
2 2|B|R|b|r
3 3|C|S|c]|s
4 4|D|T|d|t
5 5|E|U|e|u
6 6| F|V]|f]|vV
7 71G(W|gl|lw
81 (| 8|H|[X|[h]|Xx
9 )Y|9| 1 |[Y |l ]|y
A J|Z]|j |z
B K k
C L I
D| - M m
E N n
F O |o

Caution
Manage the “Preshared Key File” according to
the instructions of the network administrator.
Note
For “Preshared Key Authentication” procedures

on the printer, refer to the status monitor

instruction manual.

(32




IP Sec Setup (conta)

Printer Certificate File

Caution
Operate IP Sec (IP Security) on Windows® by
following the instructions of the network
administrator for the location where the printer

is installed.

1. Obtain the printer certificate from the
certification authority, and install it on the PC’s
“Certificate (Local Computer)”.

Caution

Obtain the printer certificate as an “exportable

key”.

2. Start “Certificate (Local Computer)” under the
MMC (Management Console).

3. Open the Personal Store to export the printer

certificate. The format is “PKCS#12".
Make sure that you specify a password. The

file is saved with the extension “.pfx”.

Certificate Export Wizand gj

Export File Format
Certificates can be exported in a wariety of file formats.

Select the Format you want bo use:

(®)Personal Information Exchange - PKCS #12 (PR

[include all certificates in the certification path if possible

[¥]Enable strong protection (requires IE 5.0, NT 4.0 S5P4 or abave)

[“Delete the private key if the export is successful

< Back ][ Mext = ][ Cancel

4. After saving, this file will be downloaded as
the “Printer Certificate File” when setting
“Certificate Authentication” using the status

monitor.

Caution
ASCII characters that can be used for the

password of the printer certificate of the printer

are as follows. The maximum length is 255

characters.

2x | 3x | 4x | Bx | 6x | 7x
0 O|l@|P p
1 1[A|Q|a|q
2 2| B|R|b]|Tr
3 3|C|S|c]|s
4 4|D|T|d|t
5 5|E|U|e|u
6 6| F|V]|f]|vV
7 71G[W|g|w
8l ([8|H|X|h|Xx
9 )Y|9| 1 |[Y |l ]|y
A J|Z]|j |z
B K k
C L I
D| - M m
E N n
F O |o

Caution
Manage the “Printer Certificate File” according

to the instructions of the network administrator.

Caution
There is an expiration date for the “Printer
Certificate”. IP Sec communication may fail or
may not be encrypted successfully if an expired
certificate is used.

Note
For  “Printer  Certificate  Authentication”
procedures on the printer, refer to the status

monitor instruction manual.

8




IP Sec Setup (conta)

Certification Authority Certificate File

Caution Caution
Operate IP Sec (IP Security) on Windows® by Manage the “Certification Authority Certificate
following the instructions of the network File” according to the instructions of the network
administrator for the location where the printer administrator.
is installed. Caution

There is an expiration date for the “Certification
1. Start “Certificate (Local Computer)” under the Authority Certificate”. IP Sec communication
MMC (Management Console). may fail or may not be encrypted successfully if

an expired certificate is used.

2. Open the Certification Authorities Store, and Note
export the same “Certification Authority For  “Printer  Certificate  Authentication”
Certificate” as the printer certificate. The procedures on the printer, refer to the status
format is “DER encoded binary X509”. The monitor instruction manual.

file is saved with the extension “.cer”.

Certificate Export Wizand gj

Export File Format
Certificates can be exported in a wariety of file formats.

Select the Format you want bo use:
(SDER encoded binary X509 { CER}
() Base-64 encoded %509 {.CER)
(O Cryptographic Message Syntax Standard - PKCS #7 Certificates (.P7E)

< Back ][ Mext = ][ Cancel

3. After saving, this file will be downloaded as
the “Certification Authority Certificate File”
when setting “Certificate Authentication” using

the status monitor.

@
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